
 
 

CUYAHOGA COMMUNITY COLLEGE 
REQUEST FOR PROFESSIONAL SERVICES 

Ohio State Form F110-330 
 
 

SERVICES 
 
 
PROJECT 1:  
 
LOCATION: 
 
 
 
PROJECT 2: 
 
LOCATION: 

Construction Materials Special Inspection & Testing 
Services 
 
Public Safety Training Center Phase 2 
Project No. C20163104 
West Campus 
11000 Pleasant Valley Road 
Parma, OH 44130 
 
Advanced Technology Training Center 
Project No. C20164154 
Metro Campus 
3409 Woodland Ave. 
Cleveland, OH 44115 
 

 
The goal of this request is to employ a Special Inspection and Testing Agent (SI&T) to perform testing 
and inspection services per the contract documents as an independent agent on behalf of the Owner.  
Two separate agents will be contracted by the College.  Each firm should submit only one Statement of 
Qualifications (SOQ).   
 
 

Scope of Work Includes: 
 
Project 1 – Public Safety Training Center Phase 2: New Training Village will provide not only the 
college, but Northeast Ohio with a much needed site for scenario based training.  The Training Village 
consist of the following buildings grouped along a streetscape: 

• a new 14,300 SF Training Center building that includes a training simulator, conference rooms, 
locker rooms, instructional spaces, a mock 911 call center and the Training Village control room, 
as well as; 

• three (3) mock commercial buildings and one (1) mock residence with moveable interior wall 
system to create different training scenarios. 



The project also includes an expansion of the existing Fire House (alternate), a new outdoor wood 
pavilion (alternate) and minor renovations to the existing Crile Building.  Site work includes earthwork, 
utilities, concrete paving, lighting, landscaping and security cameras. 
   
An Architect and Owners Representative have already contracted to provide services to the College for 
this project.   Currently, the project in the Construction Documents phase. 
 
Project 2 – Advanced Technology Training Center (ATTC): The ATTC is approximately 50,000SF 
and consists of two floors on the eastern end of our Metropolitan Campus, located at the Northeast 
corner of East 30th Street and Woodland Avenue. The building currently is dedicated to our Workforce 
Community and Economic Development Division (WCED). This project consists of a 12,000SF 
addition and 14,000SF of interior renovation to our ATTC. The program includes teaching and office 
spaces to accommodate the relocation of our Engineering Department and its associated programs, to 
this building, as well as the creation of a flexible, open and high bay lab in addition to the relocation of 
the Robotics Program lab and storage areas from the existing building into the new addition. This 
project includes the relocation and creation of new space for both the Youth Tech & Adult Tech staff 
and our 10,000 Small Businesses office suite. Lastly, there are several existing classrooms that will be 
upgraded to computer based labs. 
 
Van Auken Akins is the Architect, other Engineering and Design Professionals are as indicated on the 
drawing cover sheet.  Panzica Construction Company is the Construction Manager At Risk.  Gilbane 
Building Company is Owner’s Rep.  The testing contract will be held directly by the College.  Drawings 
and Specifications are currently issued at 100%, dated April 2, 2018. 
 
 
Professional Services Required: 
Special Inspection and Testing Services Agent 
 
PROJECT 1 – PUBLIC SAFETY TRAINING CENTER PHASE 2: 
SERVICES START DATE:     July 2018 
CONSTRUCTION NOTICE TO PROCEED:  July 2018  
CONSTRUCTION COMPLETION:    October 2019 
CONSTRUCTION COST ESTMATE:   $12,000,000 
ESTIMATED SI&T FEE:     $30,000 
 
PROJECT 2 – ADVANCED TECHNOLOGY TRAINING CENTER (ATTC): 
SERVICES START DATE:     June 2018 
CONSTRUCTION NOTICE TO PROCEED:  June 2018 
CONSTRUCTION COMPLETION:   July 2019 
CONSTRUCTION COST ESTMATE:   $7,000,000 
ESTIMATED SI&T FEE:     $20,000 
 
Firms will be expected to organize inspection data to be readily available for all Authorities Having 
Jurisdiction, assist the A/E with creation of initial State of Ohio Department of Commerce “Statement of 
Special Inspections”, and complete all duties to allow Owner and A/E to execute the State “Final Report 
for Special Inspections”. 



CRITERIA FOR SELECTION OF CONSULTANT: 
 
Qualification submittals will be reviewed and ranked by a Committee established by the College.  
Selection criteria will include:  Team’s location; size of associate firm and consultants;  
qualifications of the associate firm and consultants; qualifications of the staff performing the work; 
availability of associate firm and consultants based upon current volume of active projects (not just State 
work); MBE/FBE/SBE/DBE participation on team; technical approach tailored to the Project; 
Committee’s past experience with the firms or individual team members; Team’s current amount of 
contracted work with Tri-C and others.  Proposed Consultant shall be accessible via electronic 
communications.  Please list any of this information in a cover letter if it is not made clear on the F110-
330 form.  Information in addition to the F110-330 form may be provided.  Immediately following RFQ 
review,  
 
A portion of each project’s contract documents are issued for review for the purposes of this RFQ.  The 
full set will be issued upon selection for the purposes of confirmation of unit prices and contract amount.  
If negotiations are unsuccessful, selection will fall to the next most qualified firm until terms can be 
agreed on. 
 
 
ADDITIONAL REQUIREMENTS FOR PROPOSAL SUBMITTAL:  
 
1. Each submittal shall include an organizational chart that describes the relationships and 

responsibilities of each key team member listed in the proposal. 
2. Each submittal shall include a capability statement with policies and procedures for reporting and 

unit rate sheet(s) for personnel and test to include, but not limited to the following: soils, concrete, 
steel and masonry, and mileage. 

3. Each submittal shall address company strategy for frequency of testing and addressing unforeseen 
conditions. 

4. All projects whether scheduled for LEED certification or not will be designed using sustainable, 
high performance design principles as a standard of practice.  

5. As part of CCC’s efforts to become more sustainable, we are requiring that all submittals be 
recyclable or reusable.  

a. Submittals shall be binder clipped, GBC bound or similar. No spiral binding or 3-ring 
binders. 

b. The use of 100% recycled content paper for all proposals is encouraged. 
6. This project will be administered using a modified version of the State of Ohio Standard 

Requirements for Public Facility Construction.  
7. Provide resumes for proposed staff.  Indicate which Special Inspections each staff member is 

qualified for.  Intent is to submit these resumes to the State of Ohio plans examiner for Final Plan 
Approval per their request. 

8. For Project #2 Advanced Technology Training Center ONLY, provide additional scope of services 
not mentioned in the drawings: 

a. ALL testing and inspection for Rammed Aggregate Piers.  Reference sheet S0.01 and 
specification 31 33 31 Rammed Aggregate Piers.  All tests shall be included, including those 
noted “by contractor”. 



b. Provide a detailed Vibration Monitoring plan for the existing building for the duration of 
Rammed Aggregate Pier installation.  Assume 5 weeks duration.  Provide an estimated value 
for this service. 

 
Please forward 3 hard copies and 1 consolidated PDF on a USB drive of the entire statement of 
qualifications including the F110-330 forms to:  Cuyahoga Community College District, Capital & 
Construction, 700 Carnegie Avenue, Cleveland, OH 44115, Attention:  Judi Cooper / SI&T 
Services RFQ 
 
Deadline for acceptance of forms will be 3:00 p.m., Friday, April 20, 2018. 
 
For additional information, please contact Michele Crawford, Project Manager, Capital, 
Construction & Facilities, (216) 987-0598 / michele.crawford@tri-c.org. 
 
Attachments: PSTC Documents for Testing RFQ 
  AATC Documents for Testing RFQ 
 
Advertising: 
Invited & College Website Only Starting 4/13/2018 
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	1637 - 014000 FL - Quality Requirements
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative and procedural requirements for quality assurance and quality control.
	B. Testing and inspection services are required to verify compliance with requirements specified or indicated. These services do not relieve Contractor of responsibility for compliance with the Contract Document requirements.
	1. Specific quality-assurance and quality-control requirements for individual work results are specified in their respective Specification Sections. Requirements in individual Sections may also cover production of standard products.
	2. Specified tests, inspections, and related actions do not limit Contractor's other quality-assurance and quality-control procedures that facilitate compliance with the Contract Document requirements.
	3. Requirements for Contractor to provide quality-assurance and quality-control services required by Architect, Owner, Construction Manager, or authorities having jurisdiction are not limited by provisions of this Section.
	4. Specific test and inspection requirements are not specified in this Section.


	1.3 DEFINITIONS
	A. Experienced: When used with an entity or individual, "experienced" unless otherwise further described means having successfully completed a minimum of five previous projects similar in nature, size, and extent to this Project; being familiar with s...
	B. Field Quality-Control Tests: Tests and inspections that are performed on-site for installation of the Work and for completed Work.
	C. Installer/Applicator/Erector: Contractor or another entity engaged by Contractor as an employee, Subcontractor, or Sub-subcontractor, to perform a particular construction operation, including installation, erection, application, assembly, and simil...
	1. Use of trade-specific terminology in referring to a trade or entity does not require that certain construction activities be performed by accredited or unionized individuals, or that requirements specified apply exclusively to specific trade(s).

	D. Mockups: Full-size physical assemblies that are constructed on-site either as freestanding temporary built elements or as part of permanent construction. Mockups are constructed to verify selections made under Sample submittals; to demonstrate aest...
	E. Product Tests: Tests and inspections that are performed by a nationally recognized testing laboratory (NRTL) according to 29 CFR 1910.7, by a testing agency accredited according to NIST's National Voluntary Laboratory Accreditation Program (NVLAP),...
	F. Source Quality-Control Tests: Tests and inspections that are performed at the source; for example, plant, mill, factory, or shop.
	G. Testing Agency: An entity engaged to perform specific tests, inspections, or both. Testing laboratory shall mean the same as testing agency.
	H. Quality-Assurance Services: Activities, actions, and procedures performed before and during execution of the Work to guard against defects and deficiencies and substantiate that proposed construction will comply with requirements.
	I. Quality-Control Services: Tests, inspections, procedures, and related actions during and after execution of the Work to evaluate that actual products incorporated into the Work and completed construction comply with requirements. Contractor's quali...
	J. Comply with Owner’s heightened contractor requirements.

	1.4 CONFLICTING REQUIREMENTS
	A. Conflicting Standards and Other Requirements: If compliance with two or more standards or requirements are specified and the standards or requirements establish different or conflicting requirements for minimum quantities or quality levels, comply ...
	B. Minimum Quantity or Quality Levels: The quantity or quality level shown or specified shall be the minimum provided or performed. The actual installation may comply exactly with the minimum quantity or quality specified, or it may exceed the minimum...

	1.5 INFORMATIONAL SUBMITTALS
	A. Contractor's Quality-Control Plan: For quality-assurance and quality-control activities and responsibilities.
	B. Qualification Data: For Contractor's quality-control personnel.
	C. Testing Agency Qualifications: For testing agencies specified in "Quality Assurance" Article to demonstrate their capabilities and experience. Include proof of qualifications in the form of a recent report on the inspection of the testing agency by...
	D. Schedule of Tests and Inspections: Prepare in tabular form and include the following:
	1. Specification Section number and title.
	2. Entity responsible for performing tests and inspections.
	3. Description of test and inspection.
	4. Identification of applicable standards.
	5. Identification of test and inspection methods.
	6. Number of tests and inspections required.
	7. Time schedule or time span for tests and inspections.
	8. Requirements for obtaining samples.
	9. Unique characteristics of each quality-control service.

	E. Reports: Prepare and submit certified written reports and documents as specified.
	F. Permits, Licenses, and Certificates: For Owner's record, submit copies of permits, licenses, certifications, inspection reports, releases, jurisdictional settlements, notices, receipts for fee payments, judgments, correspondence, records, and simil...

	1.6 REPORTS AND DOCUMENTS
	A. Test and Inspection Reports: Prepare and submit certified written reports specified in other Sections. Include the following:
	1. Date of issue.
	2. Project title and number.
	3. Name, address, telephone number, and email address of testing agency.
	4. Dates and locations of samples and tests or inspections.
	5. Names of individuals making tests and inspections.
	6. Description of the Work and test and inspection method.
	7. Identification of product and Specification Section.
	8. Complete test or inspection data.
	9. Test and inspection results and an interpretation of test results.
	10. Record of temperature and weather conditions at time of sample taking and testing and inspection.
	11. Comments or professional opinion on whether tested or inspected Work complies with the Contract Document requirements.
	12. Name and signature of laboratory inspector.
	13. Recommendations on retesting and reinspecting.

	B. Manufacturer's Technical Representative's Field Reports: Prepare written information documenting manufacturer's technical representative's tests and inspections specified in other Sections. Include the following:
	1. Name, address, telephone number, and email address of technical representative making report.
	2. Statement on condition of substrates and their acceptability for installation of product.
	3. Statement that products at Project site comply with requirements.
	4. Summary of installation procedures being followed, whether they comply with requirements and, if not, what corrective action was taken.
	5. Results of operational and other tests and a statement of whether observed performance complies with requirements.
	6. Statement whether conditions, products, and installation will affect warranty.
	7. Other required items indicated in individual Specification Sections.

	C. Factory-Authorized Service Representative's Reports: Prepare written information documenting manufacturer's factory-authorized service representative's tests and inspections specified in other Sections. Include the following:
	1. Name, address, telephone number, and email address of factory-authorized service representative making report.
	2. Statement that equipment complies with requirements.
	3. Results of operational and other tests and a statement of whether observed performance complies with requirements.
	4. Statement whether conditions, products, and installation will affect warranty.
	5. Other required items indicated in individual Specification Sections.


	1.7 QUALITY ASSURANCE
	A. General: Qualifications paragraphs in this article establish the minimum qualification levels required; individual Specification Sections specify additional requirements.
	B. Manufacturer Qualifications: A firm experienced in manufacturing products or systems similar to those indicated for this Project and with a record of successful in-service performance, as well as sufficient production capacity to produce required u...
	C. Fabricator Qualifications: A firm experienced in producing products similar to those indicated for this Project and with a record of successful in-service performance, as well as sufficient production capacity to produce required units.
	D. Installer Qualifications: A firm or individual experienced in installing, erecting, applying, or assembling work similar in material, design, and extent to that indicated for this Project, whose work has resulted in construction with a record of su...
	E. Specialists: Certain Specification Sections require that specific construction activities shall be performed by entities who are recognized experts in those operations. Specialists shall satisfy qualification requirements indicated and shall be eng...
	1. Requirements of authorities having jurisdiction shall supersede requirements for specialists.

	F. Manufacturer's Technical Representative Qualifications: An authorized representative of manufacturer who is trained and approved by manufacturer to observe and inspect installation of manufacturer's products that are similar in material, design, an...
	G. Factory-Authorized Service Representative Qualifications: An authorized representative of manufacturer who is trained and approved by manufacturer to inspect installation of manufacturer's products that are similar in material, design, and extent t...
	1. and inspections and state in each report whether tested and inspected work complies with or deviates from the Contract Documents.

	H. Mockups: Before installing portions of the Work requiring mockups, build mockups for each form of construction and finish required to comply with the following requirements, using materials indicated for the completed Work:
	1. Build mockups of size indicated.
	2. Build mockups in location indicated or, if not indicated, as directed by Architect.
	3. Notify Architect and Construction Manager seven days in advance of dates and times when mockups will be constructed.
	4. Employ supervisory personnel who will oversee mockup construction. Employ workers that will be employed to perform same tasks during the construction at Project.
	5. Demonstrate the proposed range of aesthetic effects and workmanship.
	6. Obtain Architect's and Construction Manager's approval of mockups before starting corresponding work, fabrication, or construction.
	a. Allow seven days for initial review and each re-review of each mockup.

	7. Maintain mockups during construction in an undisturbed condition as a standard for judging the completed Work.
	8. Demolish and remove mockups when directed unless otherwise indicated.


	1.8 QUALITY CONTROL
	A. Owner Responsibilities: Where quality-control services are indicated as Owner's responsibility, Owner will engage a qualified testing agency to perform these services.
	1. Owner will furnish Contractor with names, addresses, and telephone numbers of testing agencies engaged and a description of types of testing and inspection they are engaged to perform.
	2. Payment for these services will be made from testing and inspection allowances, as authorized by Change Orders.
	3. Costs for retesting and reinspecting construction that replaces or is necessitated by work that failed to comply with the Contract Documents will be charged to Contractor.

	B. Contractor Responsibilities: Tests and inspections not explicitly assigned to Owner are Contractor's responsibility. Perform additional quality-control activities, whether specified or not, to verify and document that the Work complies with require...
	1. Unless otherwise indicated, provide quality-control services specified and those required by authorities having jurisdiction. Perform quality-control services required of Contractor by authorities having jurisdiction, whether specified or not.
	2. Engage a qualified testing agency to perform quality-control services.
	a. Contractor shall not employ same entity engaged by Owner, unless agreed to in writing by Owner.

	3. Notify testing agencies at least 24 hours in advance of time when Work that requires testing or inspection will be performed.
	4. Where quality-control services are indicated as Contractor's responsibility, submit a certified written report, in duplicate, of each quality-control service.
	5. Testing and inspection requested by Contractor and not required by the Contract Documents are Contractor's responsibility.
	6. Submit additional copies of each written report directly to authorities having jurisdiction, when they so direct.

	C. Retesting/Reinspecting: Regardless of whether original tests or inspections were Contractor's responsibility, provide quality-control services, including retesting and reinspecting, for construction that replaced Work that failed to comply with the...
	D. Testing Agency Responsibilities: Cooperate with Architect, Construction Manager, and Contractor in performance of duties. Provide qualified personnel to perform required tests and inspections.
	1. Notify Architect, Construction Manager, and Contractor promptly of irregularities or deficiencies observed in the Work during performance of its services.
	2. Determine the locations from which test samples will be taken and in which in-situ tests are conducted.
	3. Conduct and interpret tests and inspections and state in each report whether tested and inspected work complies with or deviates from requirements.
	4. Submit a certified written report, in duplicate, of each test, inspection, and similar quality-control service through Contractor.
	5. Do not release, revoke, alter, or increase the Contract Document requirements or approve or accept any portion of the Work.
	6. Do not perform duties of Contractor.

	E. Associated Contractor Services: Cooperate with agencies and representatives performing required tests, inspections, and similar quality-control services, and provide reasonable auxiliary services as requested. Notify agency sufficiently in advance ...
	1. Access to the Work.
	2. Incidental labor and facilities necessary to facilitate tests and inspections.
	3. Adequate quantities of representative samples of materials that require testing and inspection. Assist agency in obtaining samples.
	4. Facilities for storage and field curing of test samples.
	5. Delivery of samples to testing agencies.
	6. Preliminary design mix proposed for use for material mixes that require control by testing agency.
	7. Security and protection for samples and for testing and inspection equipment at Project site.

	F. Coordination: Coordinate sequence of activities to accommodate required quality-assurance and quality-control services with a minimum of delay and to avoid necessity of removing and replacing construction to accommodate testing and inspection.
	1. Schedule times for tests, inspections, obtaining samples, and similar activities.

	G. Schedule of Tests and Inspections: Prepare a schedule of tests, inspections, and similar quality-control services required by the Contract Documents as a component of Contractor's quality-control plan. Coordinate and submit concurrently with Contra...
	1. Distribution: Distribute schedule to Owner, Architect, Construction Manager, testing agencies, and each party involved in performance of portions of the Work where tests and inspections are required.


	1.9 SPECIAL TESTS AND INSPECTIONS
	A. Special Tests and Inspections: Engage a qualified testing agency to conduct special tests and inspections required by authorities having jurisdiction as the responsibility of Owner, and as follows:
	1. Verifying that manufacturer maintains detailed fabrication and quality-control procedures and reviewing the completeness and adequacy of those procedures to perform the Work.
	2. Notifying Architect, Construction Manager, and Contractor promptly of irregularities and deficiencies observed in the Work during performance of its services.
	3. Submitting a certified written report of each test, inspection, and similar quality-control service to Architect, through Construction Manager, with copy to Contractor and to authorities having jurisdiction.
	4. Submitting a final report of special tests and inspections at Substantial Completion, which includes a list of unresolved deficiencies.
	5. Interpreting tests and inspections and stating in each report whether tested and inspected work complies with or deviates from the Contract Documents.
	6. Retesting and reinspecting corrected work.



	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION
	3.1 TEST AND INSPECTION LOG
	A. Test and Inspection Log: Prepare a record of tests and inspections. Include the following:
	1. Date test or inspection was conducted.
	2. Description of the Work tested or inspected.
	3. Date test or inspection results were transmitted to Architect.
	4. Identification of testing agency or special inspector conducting test or inspection.

	B. Maintain log at Project site. Post changes and revisions as they occur. Provide access to test and inspection log for Architect's and Construction Manager's reference during normal working hours.
	1. Submit log at Project closeout as part of Project Record Documents.


	3.2 REPAIR AND PROTECTION
	A. General: On completion of testing, inspection, sample taking, and similar services, repair damaged construction and restore substrates and finishes.
	1. Provide materials and comply with installation requirements specified in other Specification Sections or matching existing substrates and finishes. Restore patched areas and extend restoration into adjoining areas with durable seams that are as inv...

	B. Protect construction exposed by or for quality-control service activities.
	C. Repair and protection are Contractor's responsibility, regardless of the assignment of responsibility for quality-control services.



	1637 - 042000 FL - Unit Masonry
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Concrete masonry units.
	2. Face brick.
	3. Mortar and grout.
	4. Steel reinforcing bars.
	5. Masonry-joint reinforcement.
	6. Ties and anchors.
	7. Embedded flashing.
	8. Miscellaneous masonry accessories.
	9. Masonry-cell fill.

	B. Products Installed but not Furnished under This Section:
	1. Cast-stone trim in unit masonry.
	2. Steel lintels in unit masonry.
	3. Steel shelf angles for supporting unit masonry.
	4. Cavity wall insulation.

	C. Related Requirements:
	1. Section 033000 "Cast-in-Place Concrete" for dovetail slots for masonry anchors.
	2. Section 051200 "Structural Steel Framing" for installing anchor sections of adjustable masonry anchors for connecting to structural steel frame.
	3. Section 072100 "Thermal Insulation" for cavity wall insulation.
	4. Section 076200 "Sheet Metal Flashing and Trim" for sheet metal flashing and for furnishing manufactured reglets installed in masonry joints.


	1.3 DEFINITIONS
	A. CMU(s): Concrete masonry unit(s).
	B. Reinforced Masonry: Masonry containing reinforcing steel in grouted cells.

	1.4 PREINSTALLATION MEETINGS
	A. Preinstallation Conference: Conduct conference at Project site.

	1.5 ACTION SUBMITTALS
	A. Product Data: For each type of product.
	B. Sustainable Design Submittals:
	1. Product Certificates: For regional materials, indicating location of material manufacturer and point of extraction, harvest, or recovery for each raw material. Include distance to Project and cost for each regional material.

	C. Shop Drawings: For the following:
	1. Masonry Units: Show sizes, profiles, coursing, and locations of special shapes.
	2. Stone Trim Units: Show sizes, profiles, and locations of each stone trim unit required.
	3. Reinforcing Steel: Detail bending, lap lengths, and placement of unit masonry reinforcing bars. Comply with ACI 315. Show elevations of reinforced walls.
	4. Fabricated Flashing: Detail corner units, end-dam units, and other special applications.

	D. Samples for Initial Selection:
	1. Brick, in the form of straps of five or more bricks.
	2. Stone trim.
	3. Colored mortar.
	4. Weep holes/cavity vents.

	E. Samples for Verification: For each type and color of the following:
	1. Exposed CMUs.
	2. Brick, in the form of straps of five or more bricks.
	3. Special brick shapes.
	4. Stone trim.
	5. Pigmented and colored-aggregate mortar. Make Samples using same sand and mortar ingredients to be used on Project.
	6. Weep holes and cavity vents.
	7. Accessories embedded in masonry.


	1.6 INFORMATIONAL SUBMITTALS
	A. List of Materials Used in Constructing Mockups: List generic product names together with manufacturers, manufacturers' product names, model numbers, lot numbers, batch numbers, source of supply, and other information as required to identify materia...
	1. Submittal is for information only. Receipt of list does not constitute approval of deviations from the Contract Documents unless such deviations are specifically brought to the attention of Architect and approved in writing.

	B. Qualification Data: For testing agency.
	C. Material Certificates: For each type and size of the following:
	1. Masonry units.
	a. Include data on material properties.
	b. For brick, include size-variation data verifying that actual range of sizes falls within specified tolerances.
	c. For exposed brick, include test report for efflorescence according to ASTM C 67.
	d. For masonry units, include data and calculations establishing average net-area compressive strength of units.

	2. Integral water repellent used in CMUs.
	3. Cementitious materials. Include name of manufacturer, brand name, and type.
	4. Mortar admixtures.
	5. Preblended, dry mortar mixes. Include description of type and proportions of ingredients.
	6. Grout mixes. Include description of type and proportions of ingredients.
	7. Reinforcing bars.
	8. Joint reinforcement.
	9. Anchors, ties, and metal accessories.

	D. Mix Designs: For each type of mortar and grout. Include description of type and proportions of ingredients.
	1. Include test reports for mortar mixes required to comply with property specification. Test according to ASTM C 109/C 109M for compressive strength, ASTM C 1506 for water retention, and ASTM C 91/C 91M for air content.
	2. Include test reports, according to ASTM C 1019, for grout mixes required to comply with compressive strength requirement.

	E. Statement of Compressive Strength of Masonry: For each combination of masonry unit type and mortar type, provide statement of average net-area compressive strength of masonry units, mortar type, and resulting net-area compressive strength of masonr...
	F. Cold-Weather and Hot-Weather Procedures: Detailed description of methods, materials, and equipment to be used to comply with requirements.

	1.7 QUALITY ASSURANCE
	A. Testing Agency Qualifications: Qualified according to ASTM C 1093 for testing indicated.
	B. Sample Panels: Build sample panels to verify selections made under Sample submittals and to demonstrate aesthetic effects. Comply with requirements in Section 014000 "Quality Requirements" for mockups.
	1. Build sample panels for typical exterior and interior walls in sizes approximately 48 inches (1200 mm) long by 36 inches (900 mm) high by full thickness.
	2. Build sample panels facing south.
	3. Where masonry is to match existing, build panels adjacent and parallel to existing surface.
	4. Clean one-half of exposed faces of panels with masonry cleaner indicated.
	5. Protect approved sample panels from the elements with weather-resistant membrane.
	6. Approval of sample panels is for color, texture, and blending of masonry units; relationship of mortar and sealant colors to masonry unit colors; tooling of joints; aesthetic qualities of workmanship; and other material and construction qualities s...
	a. Approval of sample panels does not constitute approval of deviations from the Contract Documents contained in sample panels unless Architect specifically approves such deviations in writing.

	7. Subject to compliance with requirements, approved mockups may become part of the completed Work if undisturbed at time of Substantial Completion.


	1.8 DELIVERY, STORAGE, AND HANDLING
	A. Store masonry units on elevated platforms in a dry location. If units are not stored in an enclosed location, cover tops and sides of stacks with waterproof sheeting, securely tied. If units become wet, do not install until they are dry.
	B. Store cementitious materials on elevated platforms, under cover, and in a dry location. Do not use cementitious materials that have become damp.
	C. Store aggregates where grading and other required characteristics can be maintained, and contamination avoided.
	D. Deliver preblended, dry mortar mix in moisture-resistant containers. Store preblended, dry mortar mix in delivery containers on elevated platforms in a dry location or in covered weatherproof dispensing silos.
	E. Store masonry accessories, including metal items, to prevent corrosion and accumulation of dirt and oil.

	1.9 FIELD CONDITIONS
	A. Protection of Masonry: During construction, cover tops of walls, projections, and sills with waterproof sheeting at end of each day's work. Cover partially completed masonry when construction is not in progress.
	1. Extend cover a minimum of 24 inches (600 mm) down both sides of walls, and hold cover securely in place.
	2. Where one wythe of multiwythe masonry walls is completed in advance of other wythes, secure cover a minimum of 24 inches (600 mm) down face next to unconstructed wythe, and hold cover in place.

	B. Do not apply uniform floor or roof loads for at least 12 hours and concentrated loads for at least three days after building masonry walls or columns.
	C. Stain Prevention: Prevent grout, mortar, and soil from staining the face of masonry to be left exposed or painted. Immediately remove grout, mortar, and soil that come in contact with such masonry.
	1. Protect base of walls from rain-splashed mud and from mortar splatter by spreading coverings on ground and over wall surface.
	2. Protect sills, ledges, and projections from mortar droppings.
	3. Protect surfaces of window and door frames, as well as similar products with painted and integral finishes, from mortar droppings.
	4. Turn scaffold boards near the wall on edge at the end of each day to prevent rain from splashing mortar and dirt onto completed masonry.

	D. Cold-Weather Requirements: Do not use frozen materials or materials mixed or coated with ice or frost. Do not build on frozen substrates. Remove and replace unit masonry damaged by frost or by freezing conditions. Comply with cold-weather construct...
	1. Cold-Weather Cleaning: Use liquid cleaning methods only when air temperature is 40 deg F (4 deg C) and higher and will remain so until masonry has dried, but not less than seven days after completing cleaning.

	E. Hot-Weather Requirements: Comply with hot-weather construction requirements contained in TMS 602/ACI 530.1/ASCE 6.


	PART 2 -  PRODUCTS
	2.1 MANUFACTURERS
	A. Source Limitations for Masonry Units: Obtain exposed masonry units of a uniform texture and color, or a uniform blend within the ranges accepted for these characteristics, from single source from single manufacturer for each product required.
	B. Source Limitations for Mortar Materials: Obtain mortar ingredients of a uniform quality, including color for exposed masonry, from single manufacturer for each cementitious component and from single source or producer for each aggregate.

	2.2 PERFORMANCE REQUIREMENTS
	A. Provide unit masonry that develops indicated net-area compressive strengths at 28 days.
	1. Determine net-area compressive strength of masonry from average net-area compressive strengths of masonry units and mortar types (unit-strength method) according to TMS 602/ACI 530.1/ASCE 6.
	2. Determine net-area compressive strength of masonry by testing masonry prisms according to ASTM C 1314.


	2.3 UNIT MASONRY, GENERAL
	A. Masonry Standard: Comply with TMS 602/ACI 530.1/ASCE 6, except as modified by requirements in the Contract Documents.
	B. Defective Units: Referenced masonry unit standards may allow a certain percentage of units to contain chips, cracks, or other defects exceeding limits stated. Do not use units where such defects are exposed in the completed Work.
	C. Fire-Resistance Ratings: Comply with requirements for fire-resistance-rated assembly designs indicated.
	1. Where fire-resistance-rated construction is indicated, units shall be listed and labeled by a qualified testing agency acceptable to authorities having jurisdiction.


	2.4 CONCRETE MASONRY UNITS
	A. Regional Materials: CMUs shall be manufactured within 500 miles (800 km) of Project site.
	B. Shapes: Provide shapes indicated and as follows, with exposed surfaces matching exposed faces of adjacent units unless otherwise indicated.
	1. Provide special shapes for lintels, corners, jambs, sashes, movement joints, headers, bonding, and other special conditions.
	2. Provide bullnose units for outside corners unless otherwise indicated.

	C. Integral Water Repellent: Provide units made with integral water repellent for exposed units.
	1. Integral Water Repellent: Liquid polymeric, integral water-repellent admixture that does not reduce flexural bond strength. Units made with integral water repellent, when tested according to ASTM E 514/E 514M as a wall assembly made with mortar con...
	a. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	1) BASF Corp. - Construction Chemicals.
	2) Euclid Chemical Company (The); an RPM company.
	3) GCP Applied Technologies Inc. (formerly Grace Construction Products).



	D. CMUs: ASTM C 90.
	1. Unit Compressive Strength: Provide units with minimum average net-area compressive strength of 2800 psi (19.3 MPa).
	2. Density Classification: Lightweight unless otherwise indicated.  Refer to structural drawings for additional information.
	3. Size (Width): Manufactured to dimensions 3/8 inch (10 mm) less than nominal dimensions.
	4. Exposed Faces: Provide color and texture matching the range represented by Architect's sample.


	2.5 CONCRETE AND MASONRY LINTELS
	A. General: Provide one of the following:
	B. Concrete Lintels: Precast or formed-in-place concrete lintels complying with requirements in Section 033000 "Cast-in-Place Concrete," and with reinforcing bars indicated.
	C. Masonry Lintels: Prefabricated or built-in-place masonry lintels made from bond beam CMUs matching adjacent CMUs in color, texture, and density classification, with reinforcing bars placed as indicated and filled with coarse grout. Cure precast lin...

	2.6 BRICK
	A. Regional Materials: Brick shall be manufactured within 500 miles (800 km) of Project site.
	B. General: Provide shapes indicated and as follows, with exposed surfaces matching finish and color of exposed faces of adjacent units:
	1. For ends of sills and caps and for similar applications that would otherwise expose unfinished brick surfaces, provide units without cores or frogs and with exposed surfaces finished.
	2. Provide special shapes for applications where stretcher units cannot accommodate special conditions, including those at corners, movement joints, bond beams, sashes, and lintels.
	3. Provide special shapes for applications requiring brick of size, form, color, and texture on exposed surfaces that cannot be produced by sawing.
	4. Provide special shapes for applications where shapes produced by sawing would result in sawed surfaces being exposed to view.

	C. Clay Face Brick: Facing brick complying with ASTM C 216.
	1. Basis of Design:  Match existing brick.
	1) Endicott Clay Products, Medium Ironspot #46, Smooth, Utility Size.
	2) Substitutions – refer to specification section 012500 - Substitution Procedures for information.

	2. Grade: SW.
	3. Type: FBX.
	4. Unit Compressive Strength: Provide units with minimum average net-area compressive strength of 3350 psi (23.10 MPa).
	5. Initial Rate of Absorption: Less than 30 g/30 sq. in. (30 g/194 sq. cm) per minute when tested according to ASTM C 67.
	6. Efflorescence: Provide brick that has been tested according to ASTM C 67 and is rated "not effloresced."
	7. Surface Coating: Brick with colors or textures produced by application of coatings shall withstand 50 cycles of freezing and thawing according to ASTM C 67 with no observable difference in the applied finish when viewed from 10 feet (3 m).
	8. Size (Actual Dimensions): Utility Size - 3-5/8 inches wide by 3-5/8 inches high by 15-5/8 inches long.
	9. Application: Use where brick is exposed unless otherwise indicated.


	2.7 MORTAR AND GROUT MATERIALS
	A. Regional Materials: Aggregate for mortar and grout, cement, and lime shall be manufactured within 500 miles (800 km) of Project site.
	B. Portland Cement: ASTM C 150/C 150M, Type I or II, except Type III may be used for cold-weather construction. Provide natural color or white cement as required to produce mortar color indicated.
	1. Alkali content shall not be more than 0.1 percent when tested according to ASTM C 114.

	C. Portland Cement-Lime Mix: Packaged blend of portland cement and hydrated lime containing no other ingredients.
	D. Masonry Cement: ASTM C 91/C 91M.
	1. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	a. Cemex S.A.B. de C.V.
	b. Essroc.
	c. Lafarge North America Inc.
	d. Lehigh Hanson; HeidelbergCement Group.


	E. Mortar Cement: ASTM C 1329/C 1329M.
	1. Manufacturers: Subject to compliance with requirements, provide products by the following:
	a. Lafarge North America Inc.


	F. Mortar Pigments: Natural and synthetic iron oxides and chromium oxides, compounded for use in mortar mixes and complying with ASTM C 979/C 979M. Use only pigments with a record of satisfactory performance in masonry mortar.
	1. Manufacturers: Subject to compliance with requirements, provide products by the following:
	a. Euclid Chemical Company (The); an RPM company.


	G. Colored Cement Products: Packaged blend made from portland cement and hydrated lime or masonry cement and mortar pigments, all complying with specified requirements, and containing no other ingredients.
	1. Colored Portland Cement-Lime Mix:
	a. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	1) Essroc.
	2) Lafarge North America Inc.
	3) Lehigh Hanson; HeidelbergCement Group.


	2. Formulate blend as required to produce color indicated or, if not indicated, as selected from manufacturer's standard colors.
	3. Pigments shall not exceed 10 percent of portland cement by weight.
	4. Pigments shall not exceed 5 percent of masonry cement or mortar cement by weight.

	H. Aggregate for Mortar: ASTM C 144.
	1. For mortar that is exposed to view, use washed aggregate consisting of natural sand or crushed stone.
	2. For joints less than 1/4 inch (6 mm) thick, use aggregate graded with 100 percent passing the No. 16 (1.18-mm) sieve.
	3. White-Mortar Aggregates: Natural white sand or crushed white stone.
	4. Colored-Mortar Aggregates: Natural sand or crushed stone of color necessary to produce required mortar color.

	I. Aggregate for Grout: ASTM C 404.
	J. Epoxy Pointing Mortar: ASTM C 395, epoxy-resin-based material formulated for use as pointing mortar for glazed or pre-faced masonry units (and approved for such use by manufacturer of units); in color indicated or, if not otherwise indicated, as se...
	K. Refractory Mortar Mix: Ground fireclay or nonwater-soluble, calcium aluminate, medium-duty refractory mortar that passes ASTM C 199 test; or an equivalent product acceptable to authorities having jurisdiction.
	L. Water: Potable.

	2.8 REINFORCEMENT
	A. Uncoated-Steel Reinforcing Bars: ASTM A 615/A 615M or ASTM A 996/A 996M, Grade 60 (Grade 420).
	B. Reinforcing Bar Positioners: Wire units designed to fit into mortar bed joints spanning masonry unit cells and to hold reinforcing bars in center of cells. Units are formed from 0.148-inch (3.77-mm) steel wire, hot-dip galvanized after fabrication....
	1. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	a. Dur-O-Wal; a Hohmann & Barnard company.
	b. Heckmann Building Products, Inc.
	c. Hohmann & Barnard, Inc.
	d. Lock Rite.
	e. Wire-Bond.


	C. Masonry-Joint Reinforcement, General: ASTM A 951/A 951M.
	1. Interior Walls: Hot-dip galvanized carbon steel.
	2. Exterior Walls: Hot-dip galvanized carbon] steel.
	3. Wire Size for Side Rods: 0.187-inch (4.76-mm) diameter.
	4. Wire Size for Cross Rods: 0.187-inch (4.76-mm) diameter.
	5. Wire Size for Veneer Ties: 0.187-inch (4.76-mm) diameter.
	6. Spacing of Cross Rods, Tabs, and Cross Ties: Not more than 16 inches (407 mm) o.c.
	7. Provide in lengths of not less than 10 feet (3 m), with prefabricated corner and tee units.

	D. Masonry-Joint Reinforcement for Single-Wythe Masonry: Ladder or truss type with single pair of side rods.
	E. Masonry-Joint Reinforcement for Multiwythe Masonry:
	1. Ladder type with one side rod at each face shell of hollow masonry units more than 4 inches (100 mm) wide, plus one side rod at each wythe of masonry 4 inches (100 mm) wide or less.
	2. Tab type, either ladder or truss design, with one side rod at each face shell of backing wythe and with rectangular tabs sized to extend at least halfway through facing wythe, but with at least 5/8-inch (16-mm) cover on outside face.
	3. Adjustable (two-piece) type, either ladder or truss design, with one side rod at each face shell of backing wythe and with separate adjustable ties with pintle-and-eye connections having a maximum horizontal play of 1/16 inch (1.5 mm) and maximum v...


	2.9 TIES AND ANCHORS
	A. General: Ties and anchors shall extend at least 1-1/2 inches (38 mm) into veneer but with at least a 5/8-inch (16-mm) cover on outside face.
	B. Materials: Provide ties and anchors specified in this article that are made from materials that comply with the following unless otherwise indicated:
	1. Hot-Dip Galvanized, Carbon-Steel Wire: ASTM A 82/A 82M, with ASTM A 153/A 153M, Class B-2 coating.
	2. Galvanized-Steel Sheet: ASTM A 653/A 653M, Commercial Steel, G60 (Z180) zinc coating.
	3. Steel Plates, Shapes, and Bars: ASTM A 36/A 36M.

	C. Individual Wire Ties: Rectangular units with closed ends and not less than 4 inches (100 mm) wide.
	1. Z-shaped ties with ends bent 90 degrees to provide hooks not less than 2 inches (50 mm) long may be used for masonry constructed from solid units.
	2. Where wythes do not align, use adjustable ties with pintle-and-eye connections having a maximum adjustment of 1-1/4 inches (32 mm).
	3. Wire: Fabricate from 1/4-inch- (6.35-mm-) diameter, hot-dip galvanized steel wire.

	D. Adjustable Anchors for Connecting to Structural Steel Framing: Provide anchors that allow vertical or horizontal adjustment but resist tension and compression forces perpendicular to plane of wall.
	1. Anchor Section for Welding to Steel Frame: Crimped 1/4-inch- (6.35-mm-) diameter, [ot-dip galvanized steel wire.
	2. Tie Section: Triangular-shaped wire tie made from 0.187-inch- (4.76-mm-) diameter, hot-dip galvanized steel wire.

	E. Adjustable Anchors for Connecting to Concrete: Provide anchors that allow vertical or horizontal adjustment but resist tension and compression forces perpendicular to plane of wall.
	1. Connector Section: Dovetail tabs for inserting into dovetail slots in concrete and attached to tie section; formed from 0.060-inch- (1.52-mm-) thick steel sheet, galvanized after fabrication.
	a. 0.064-inch- (1.63-mm-) thick, galvanized-steel sheet may be used at interior walls unless otherwise indicated.

	2. Tie Section: Triangular-shaped wire tie made from 0.187-inch- (4.76-mm-) diameter, hot-dip galvanized steel wire.
	3. Corrugated-Metal Ties: Metal strips not less than 7/8 inch (22 mm) wide with corrugations having a wavelength of 0.3 to 0.5 inch (7.6 to 12.7 mm) and an amplitude of 0.06 to 0.10 inch (1.5 to 2.5 mm) made from 0.060-inch- (1.52-mm-) thick steel she...
	a. 0.064-inch- (1.63-mm-) thick galvanized sheet may be used at interior walls unless otherwise indicated.


	F. Partition Top Anchors: 0.105-inch- (2.66-mm-) thick metal plate with a 3/8-inch- (9.5-mm-) diameter metal rod 6 inches (152 mm) long welded to plate and with closed-end plastic tube fitted over rod that allows rod to move in and out of tube. Fabric...
	G. Rigid Anchors: Fabricate from steel bars 1-1/2 inches (38 mm) wide by 1/4 inch (6.35 mm) thick by 24 inches (610 mm) long, with ends turned up 2 inches (51 mm) or with cross pins unless otherwise indicated.
	1. Corrosion Protection: Hot-dip galvanized to comply with ASTM A 153/A 153M.

	H. Adjustable Masonry-Veneer Anchors:
	1. General: Provide anchors that allow vertical adjustment but resist a 100-lbf (445-N) load in both tension and compression perpendicular to plane of wall without deforming or developing play in excess of 1/16 inch (1.5 mm).
	2. Fabricate sheet metal anchor sections and other sheet metal parts from 0.075-inch- (1.90-mm-) thick steel sheet, galvanized after fabrication.
	3. Fabricate wire ties from 0.187-inch- (4.76-mm-) diameter, hot-dip galvanized-steel wire unless otherwise indicated.
	4. Contractor's Option: Unless otherwise indicated, provide any of the adjustable masonry-veneer anchors specified.
	5. Screw-Attached, Masonry-Veneer Anchors: Wire tie and a rib-stiffened, sheet metal anchor section with screw holes top and bottom, with a projecting vertical tab having a slotted hole for inserting wire tie.
	a. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	1) FERO Corporation.
	2) Hohmann & Barnard, Inc.




	2.10 EMBEDDED FLASHING MATERIALS
	A. Metal Flashing: Provide metal flashing complying with SMACNA's "Architectural Sheet Metal Manual" and as follows:
	1. Stainless Steel: ASTM A 240/A 240M or ASTM A 666, Type 304, 0.016 inch (0.40 mm) thick.
	2. Fabricate continuous flashings in sections 96 inches (2400 mm) long minimum, but not exceeding 12 feet (3.7 m). Provide splice plates at joints of formed, smooth metal flashing.
	3. Fabricate through-wall metal flashing embedded in masonry from stainless steel, with ribs at 3-inch (76-mm) intervals along length of flashing to provide an integral mortar bond.
	a. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	1) Cheney Flashing Company.
	2) Hohmann & Barnard, Inc.
	3) Keystone Flashing Company, Inc.
	4) Sandell Manufacturing Co., Inc.


	4. Fabricate through-wall flashing with snaplock receiver on exterior face where indicated to receive counterflashing.
	5. Fabricate through-wall flashing with drip edge unless otherwise indicated. Fabricate by extending flashing 1/2 inch (13 mm) out from wall, with outer edge bent down 30 degrees and hemmed.
	6. Solder metal items at corners.

	B. Flexible Flashing: Use the following unless otherwise indicated:
	1. Rubberized-Asphalt Flashing: Composite flashing product consisting of a pliable, adhesive rubberized-asphalt compound, bonded to a high-density, cross-laminated polyethylene film to produce an overall thickness of not less than 0.030 inch (0.76 mm).
	a. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	1) Carlisle Coatings & Waterproofing Inc.
	2) GCP Applied Technologies Inc. (formerly Grace Construction Products).
	3) Hohmann & Barnard, Inc.
	4) Polyguard Products, Inc.
	5) W.R. Meadows, Inc.

	b. Accessories: Provide preformed corners, end dams, other special shapes, and seaming materials produced by flashing manufacturer.


	C. Application: Unless otherwise indicated, use the following:
	1. Where flashing is indicated to receive counterflashing, use metal flashing.
	2. Where flashing is indicated to be turned down at or beyond the wall face, use metal flashing.
	3. Where flashing is partly exposed and is indicated to terminate at the wall face, use metal flashing.
	4. Where flashing is fully concealed, use metal flashing or flexible flashing.

	D. Adhesives, Primers, and Seam Tapes for Flashings: Flashing manufacturer's standard products or products recommended by flashing manufacturer for bonding flashing sheets to each other and to substrates.

	2.11 MISCELLANEOUS MASONRY ACCESSORIES
	A. Compressible Filler: Premolded filler strips complying with ASTM D 1056, Grade 2A1; compressible up to 35 percent; of width and thickness indicated; formulated from neoprene, urethane or PVC.
	B. Bond-Breaker Strips: Asphalt-saturated felt complying with ASTM D 226/D 226M, Type I (No. 15 asphalt felt).
	C. Weep/Cavity Vent Products: Use the following unless otherwise indicated:
	1. Cellular Plastic Weep/Vent: One-piece, flexible extrusion made from UV-resistant polypropylene copolymer, full height and width of head joint and depth 1/8 inch (3 mm) less than depth of outer wythe, in color selected from manufacturer's standard.
	a. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	1) Advanced Building Products Inc.
	2) Heckmann Building Products, Inc.
	3) Hohmann & Barnard, Inc.



	D. Cavity Drainage Material: Free-draining mesh, made from polymer strands that will not degrade within the wall cavity.
	1. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	a. Advanced Building Products Inc.
	b. Heckmann Building Products, Inc.
	c. Hohmann & Barnard, Inc.

	2. Configuration: Provide one of the following:
	a. Sheets or strips, full depth of cavity and installed to full height of cavity.



	2.12 MASONRY CLEANERS
	A. Proprietary Acidic Cleaner: Manufacturer's standard-strength cleaner designed for removing mortar/grout stains, efflorescence, and other new construction stains from new masonry without discoloring or damaging masonry surfaces. Use product expressl...
	1. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	a. Diedrich Technologies, Inc.; a Hohmann & Barnard company.
	b. EaCo Chem, Inc.
	c. PROSOCO, Inc.



	2.13 MORTAR AND GROUT MIXES
	A. General: Do not use admixtures, including pigments, air-entraining agents, accelerators, retarders, water-repellent agents, antifreeze compounds, or other admixtures unless otherwise indicated.
	1. Do not use calcium chloride in mortar or grout.
	2. Use portland cement-lime mortar unless otherwise indicated.
	3. Add cold-weather admixture (if used) at same rate for all mortar that will be exposed to view, regardless of weather conditions, to ensure that mortar color is consistent.

	B. Preblended, Dry Mortar Mix: Furnish dry mortar ingredients in form of a preblended mix. Measure quantities by weight to ensure accurate proportions, and thoroughly blend ingredients before delivering to Project site.
	C. Mortar for Unit Masonry: Comply with ASTM C 270, Proportion Specification. Provide the following types of mortar for applications stated unless another type is indicated or needed to provide required compressive strength of masonry.
	1. For masonry below grade or in contact with earth, use Type M.
	2. For reinforced masonry, use Type N.
	3. For mortar parge coats, use Type N.
	4. For exterior, above-grade, load-bearing and nonload-bearing walls and parapet walls; for interior load-bearing walls; for interior nonload-bearing partitions; and for other applications where another type is not indicated, use Type N.
	5. For interior nonload-bearing partitions, Type O may be used instead of Type N.

	D. Pigmented Mortar: Use colored cement.
	1. Pigments shall not exceed 10 percent of portland cement by weight.
	2. Pigments shall not exceed 5 percent of masonry cement by weight.
	3. Mix to match Architect's sample.
	4. Application: Use pigmented mortar for exposed mortar joints with the following units:
	a. Clay face brick.
	b. Cast-stone trim units.


	E. Grout for Unit Masonry: Comply with ASTM C 476.
	1. Use grout of type indicated or, if not otherwise indicated, of type (fine or coarse) that will comply with TMS 602/ACI 530.1/ASCE 6 for dimensions of grout spaces and pour height.
	2. Proportion grout in accordance with ASTM C 476, Table 1.
	3. Provide grout with a slump of 8 to 11 inches (200 to 280 mm as measured according to ASTM C 143/C 143M.



	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine conditions, with Installer present, for compliance with requirements for installation tolerances and other conditions affecting performance of the Work.
	1. For the record, prepare written report, endorsed by Installer, listing conditions detrimental to performance of the Work.
	2. Verify that foundations are within tolerances specified.
	3. Verify that reinforcing dowels are properly placed.
	4. Verify that substrates are free of substances that impair mortar bond.

	B. Before installation, examine rough-in and built-in construction for piping systems to verify actual locations of piping connections.
	C. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 INSTALLATION, GENERAL
	A. Thickness: Build cavity and composite walls and other masonry construction to full thickness shown. Build single-wythe walls to actual widths of masonry units, using units of widths indicated.
	B. Build chases and recesses to accommodate items specified in this and other Sections.
	C. Leave openings for equipment to be installed before completing masonry. After installing equipment, complete masonry to match construction immediately adjacent to opening.
	D. Use full-size units without cutting if possible. If cutting is required to provide a continuous pattern or to fit adjoining construction, cut units with motor-driven saws; provide clean, sharp, unchipped edges. Allow units to dry before laying unle...
	E. Select and arrange units for exposed unit masonry to produce a uniform blend of colors and textures. Mix units from several pallets or cubes as they are placed.
	F. Matching Existing Masonry: Match coursing, bonding, color, and texture of existing masonry.
	G. Wetting of Brick: Wet brick before laying if initial rate of absorption exceeds 30 g/30 sq. in. (30 g/194 sq. cm) per minute when tested according to ASTM C 67. Allow units to absorb water so they are damp but not wet at time of laying.

	3.3 TOLERANCES
	A. Dimensions and Locations of Elements:
	1. For dimensions in cross section or elevation, do not vary by more than plus 1/2 inch (12 mm) or minus 1/4 inch (6 mm).
	2. For location of elements in plan, do not vary from that indicated by more than plus or minus 1/2 inch (12 mm).
	3. For location of elements in elevation, do not vary from that indicated by more than plus or minus 1/4 inch (6 mm) in a story height or 1/2 inch (12 mm) total.

	B. Lines and Levels:
	1. For bed joints and top surfaces of bearing walls, do not vary from level by more than 1/4 inch in 10 feet (6 mm in 3 m), or 1/2-inch (12-mm) maximum.
	2. For conspicuous horizontal lines, such as lintels, sills, parapets, and reveals, do not vary from level by more than 1/8 inch in 10 feet (3 mm in 3 m), 1/4 inch in 20 feet (6 mm in 6 m), or 1/2-inch (12-mm) maximum.
	3. For vertical lines and surfaces, do not vary from plumb by more than 1/4 inch in 10 feet (6 mm in 3 m), 3/8 inch in 20 feet (9 mm in 6 m), or 1/2-inch (12-mm) maximum.
	4. For conspicuous vertical lines, such as external corners, door jambs, reveals, and expansion and control joints, do not vary from plumb by more than 1/8 inch in 10 feet (3 mm in 3 m), 1/4 inch in 20 feet (6 mm in 6 m), or 1/2-inch (12-mm) maximum.
	5. For lines and surfaces, do not vary from straight by more than 1/4 inch in 10 feet (6 mm in 3 m), 3/8 inch in 20 feet (9 mm in 6 m), or 1/2-inch (12-mm) maximum.
	6. For vertical alignment of exposed head joints, do not vary from plumb by more than 1/4 inch in 10 feet (6 mm in 3 m), or 1/2-inch (12-mm) maximum.
	7. For faces of adjacent exposed masonry units, do not vary from flush alignment by more than 1/16 inch (1.5 mm) except due to warpage of masonry units within tolerances specified for warpage of units.

	C. Joints:
	1. For bed joints, do not vary from thickness indicated by more than plus or minus 1/8 inch (3 mm), with a maximum thickness limited to 1/2 inch (12 mm).
	2. For exposed bed joints, do not vary from bed-joint thickness of adjacent courses by more than 1/8 inch (3 mm).
	3. For head and collar joints, do not vary from thickness indicated by more than plus 3/8 inch (9 mm) or minus 1/4 inch (6 mm).
	4. For exposed head joints, do not vary from thickness indicated by more than plus or minus 1/8 inch (3 mm). Do not vary from adjacent bed-joint and head-joint thicknesses by more than 1/8 inch (3 mm).
	5. For exposed bed joints and head joints of stacked bond, do not vary from a straight line by more than 1/16 inch (1.5 mm) from one masonry unit to the next.


	3.4 LAYING MASONRY WALLS
	A. Lay out walls in advance for accurate spacing of surface bond patterns with uniform joint thicknesses and for accurate location of openings, movement-type joints, returns, and offsets. Avoid using less-than-half-size units, particularly at corners,...
	B. Bond Pattern for Exposed Masonry: Unless otherwise indicated, lay exposed masonry in bond to match existing; do not use units with less-than-nominal 4-inch (100-mm) horizontal face dimensions at corners or jambs.
	C. Lay concealed masonry with all units in a wythe in running bond or bonded by lapping not less than [2 inches (50 mm)] [4 inches (100 mm)]. Bond and interlock each course of each wythe at corners. Do not use units with less-than-nominal 4-inch (100-...
	D. Stopping and Resuming Work: Stop work by stepping back units in each course from those in course below; do not tooth. When resuming work, clean masonry surfaces that are to receive mortar, remove loose masonry units and mortar, and wet brick if req...
	E. Built-in Work: As construction progresses, build in items specified in this and other Sections. Fill in solidly with masonry around built-in items.
	F. Fill space between steel frames and masonry solidly with mortar unless otherwise indicated.

	3.5 MORTAR BEDDING AND JOINTING
	A. Lay hollow brick and CMUs as follows:
	1. Bed face shells in mortar and make head joints of depth equal to bed joints.
	2. Bed webs in mortar in all courses of piers, columns, and pilasters.
	3. Bed webs in mortar in grouted masonry, including starting course on footings.
	4. Fully bed entire units, including areas under cells, at starting course on footings where cells are not grouted.
	5. Fully bed units and fill cells with mortar at anchors and ties as needed to fully embed anchors and ties in mortar.

	B. Lay solid masonry units and hollow brick with completely filled bed and head joints; butter ends with sufficient mortar to fill head joints and shove into place. Do not deeply furrow bed joints or slush head joints.
	C. Set stone trim units in full bed of mortar with full vertical joints. Fill dowel, anchor, and similar holes.
	1. Clean soiled surfaces with fiber brush and soap powder and rinse thoroughly with clear water.
	2. Allow cleaned surfaces to dry before setting.
	3. Wet joint surfaces thoroughly before applying mortar.
	4. Rake out mortar joints for pointing with sealant.

	D. Tool exposed joints slightly concave when thumbprint hard, using a jointer larger than joint thickness unless otherwise indicated.

	3.6 CAVITY WALLS
	A. Bond wythes of cavity walls together using one of the following methods:
	1. Individual Metal Ties: Provide ties as shown installed in horizontal joints, but not less than one metal tie for 4.5 sq. ft. (0.42 sq. m) of wall area spaced not to exceed 36 inches (914 mm) o.c. horizontally and 16 inches (406 mm) o.c. vertically....
	a. Where bed joints of wythes do not align, use adjustable-type (two-piece-type) ties.
	b. Where one wythe is of clay masonry and the other of concrete masonry, use adjustable-type (two-piece-type) ties to allow for differential movement regardless of whether bed joints align.

	2. Masonry-Joint Reinforcement: Installed in horizontal mortar joints.
	a. Where bed joints of both wythes align, use ladder-type reinforcement extending across both wythes.
	b. Where bed joints of wythes do not align, use adjustable-type (two-piece-type) reinforcement with continuous horizontal wire in facing wythe attached to ties.
	c. Where one wythe is of clay masonry and the other of concrete masonry, use adjustable-type (two-piece-type) reinforcement with continuous horizontal wire in facing wythe attached to ties to allow for differential movement regardless of whether bed j...

	3. Header Bonding: Provide masonry unit headers extending not less than 3 inches (76 mm) into each wythe. Space headers not more than[8 inches (203 mm) clear horizontally and 16 inches (406 mm) clear vertically.
	4. Masonry-Veneer Anchors: Comply with requirements for anchoring masonry veneers.

	B. Bond wythes of cavity walls together using bonding system indicated on Drawings.
	C. Keep cavities clean of mortar droppings and other materials during construction. Bevel beds away from cavity, to minimize mortar protrusions into cavity. Do not attempt to trowel or remove mortar fins protruding into cavity.
	D. Parge cavity face of backup wythe in a single coat approximately 3/8 inch (10 mm) thick. Trowel face of parge coat smooth.
	E. Installing Cavity Wall Insulation: Place small dabs of adhesive, spaced approximately 12 inches (300 mm) o.c. both ways, on inside face of insulation boards, or attach with plastic fasteners designed for this purpose. Fit courses of insulation betw...
	1. Fill cracks and open gaps in insulation with crack sealer compatible with insulation and masonry.


	3.7 ANCHORED MASONRY VENEERS
	A. Anchor masonry veneers to wall framing and concrete and masonry backup with masonry-veneer anchors to comply with the following requirements:
	1. Fasten screw-attached anchors through sheathing to wall framing and to concrete and masonry backup with metal fasteners of type indicated. Use two fasteners unless anchor design only uses one fastener.
	2. Embed tie sections in masonry joints.
	3. Locate anchor sections to allow maximum vertical differential movement of ties up and down.
	4. Space anchors as indicated, but not more than 18 inches (458 mm) o.c. vertically and 24 inches (610 mm) o.c. horizontally, with not less than one anchor for each 2 sq. ft. (0.2 sq. m) of wall area. Install additional anchors within 12 inches (305 m...

	B. Provide not less than 1 inch (25 mm) of airspace between back of masonry veneer and face of insulation or sheathing.
	1. Keep airspace clean of mortar droppings and other materials during construction. Bevel beds away from airspace, to minimize mortar protrusions into airspace. Do not attempt to trowel or remove mortar fins protruding into airspace.


	3.8 MASONRY-JOINT REINFORCEMENT
	A. General: Install entire length of longitudinal side rods in mortar with a minimum cover of 5/8 inch (16 mm) on exterior side of walls, 1/2 inch (13 mm) elsewhere. Lap reinforcement a minimum of 6 inches (150 mm).
	1. Space reinforcement not more than 16 inches (406 mm) o.c.
	2. Space reinforcement not more than 8 inches (203 mm) o.c. in foundation walls and parapet walls.
	3. Provide reinforcement not more than 8 inches (203 mm) above and below wall openings and extending 12 inches (305 mm) beyond openings.

	B. Interrupt joint reinforcement at control and expansion joints unless otherwise indicated.
	C. Provide continuity at wall intersections by using prefabricated T-shaped units.
	D. Provide continuity at corners by using prefabricated L-shaped units.
	E. Cut and bend reinforcing units as directed by manufacturer for continuity at[ corners,] returns, offsets, column fireproofing, pipe enclosures, and other special conditions.

	3.9 ANCHORING MASONRY TO STRUCTURAL STEEL AND CONCRETE
	A. Anchor masonry to structural steel and concrete, where masonry abuts or faces structural steel or concrete, to comply with the following:
	1. Provide an open space not less than 1/2 inch (13 mm) wide between masonry and structural steel or concrete unless otherwise indicated. Keep open space free of mortar and other rigid materials.
	2. Anchor masonry with anchors embedded in masonry joints and attached to structure.
	3. Space anchors as indicated, but not more than 24 inches (610 mm) o.c. vertically and 36 inches (915 mm) o.c. horizontally.


	3.10 CONTROL AND EXPANSION JOINTS
	A. General: Install control- and expansion-joint materials in unit masonry as masonry progresses. Do not allow materials to span control and expansion joints without provision to allow for in-plane wall or partition movement.
	B. Form control joints in concrete masonry using one of the following methods:
	1. Fit bond-breaker strips into hollow contour in ends of CMUs on one side of control joint. Fill resultant core with grout, and rake out joints in exposed faces for application of sealant.
	2. Install preformed control-joint gaskets designed to fit standard sash block.
	3. Install interlocking units designed for control joints. Install bond-breaker strips at joint. Keep head joints free and clear of mortar, or rake out joint for application of sealant.
	4. Install temporary foam-plastic filler in head joints, and remove filler when unit masonry is complete for application of sealant.

	C. Form expansion joints in brick as follows:
	1. Build flanges of metal expansion strips into masonry. Lap each joint 4 inches (100 mm) in direction of water flow. Seal joints below grade and at junctures with horizontal expansion joints if any.
	2. Build flanges of factory-fabricated, expansion-joint units into masonry.
	3. Build in compressible joint fillers where indicated.
	4. Form open joint full depth of brick wythe and of width indicated, but not less than 3/8 inch (10 mm) for installation of sealant and backer rod specified in Section 079200 "Joint Sealants."

	D. Provide horizontal, pressure-relieving joints by either leaving an airspace or inserting a compressible filler of width required for installing sealant and backer rod specified in Section 079200 "Joint Sealants," but not less than 3/8 inch (10 mm).
	1. Locate horizontal, pressure-relieving joints beneath shelf angles supporting masonry.


	3.11 LINTELS
	A. Install steel lintels where indicated.
	B. Provide minimum bearing of 8 inches (200 mm) at each jamb unless otherwise indicated.

	3.12 FLASHING, WEEP HOLES, AND CAVITY VENTS
	A. General: Install embedded flashing and weep holes in masonry at shelf angles, lintels, ledges, other obstructions to downward flow of water in wall, and where indicated.
	B. Install flashing as follows unless otherwise indicated:
	1. Prepare masonry surfaces so they are smooth and free from projections that could puncture flashing. Where flashing is within mortar joint, place through-wall flashing on sloping bed of mortar and cover with mortar. Before covering with mortar, seal...
	2. At multiwythe masonry walls, including cavity walls, extend flashing through outer wythe, turned up a minimum of 8 inches (200 mm), and through inner wythe to within 1/2 inch (13 mm) of the interior face of wall in exposed masonry. Where interior f...
	3. At masonry-veneer walls, extend flashing through veneer, across airspace behind veneer, and up face of sheathing at least 8 inches (200 mm); with upper edge tucked under air barrier, lapping at least 4 inches (100 mm).
	4. At lintels and shelf angles, extend flashing a minimum of 6 inches (150 mm) into masonry at each end. At heads and sills, extend flashing 6 inches (150 mm) at ends and turn up not less than 2 inches (50 mm) to form end dams.
	5. Interlock end joints of ribbed sheet metal flashing by overlapping ribs not less than 1-1/2 inches (38 mm) or as recommended by flashing manufacturer, and seal lap with elastomeric sealant complying with requirements in Section 079200 "Joint Sealan...
	6. Install metal drip edges beneath flexible flashing at exterior face of wall. Stop flexible flashing 1/2 inch (13 mm) back from outside face of wall, and adhere flexible flashing to top of metal drip edge.
	7. Install metal flashing termination beneath flexible flashing at exterior face of wall. Stop flexible flashing 1/2 inch (13 mm) back from outside face of wall, and adhere flexible flashing to top of metal flashing termination.
	8. Cut flexible flashing off flush with face of wall after masonry wall construction is completed.

	C. Install reglets and nailers for flashing and other related construction where they are shown to be built into masonry.
	D. Place cavity drainage material in cavities to comply with configuration requirements for cavity drainage material in "Miscellaneous Masonry Accessories" Article.
	E. Install cavity vents in head joints in exterior wythes at spacing indicated. Use specified weep/cavity vent products to form cavity vents.
	1. Close cavities off vertically and horizontally with blocking in manner indicated. Install through-wall flashing and weep holes above horizontal blocking.


	3.13 REINFORCED UNIT MASONRY INSTALLATION
	A. Temporary Formwork and Shores: Construct formwork and shores as needed to support reinforced masonry elements during construction.
	1. Construct formwork to provide shape, line, and dimensions of completed masonry as indicated. Make forms sufficiently tight to prevent leakage of mortar and grout. Brace, tie, and support forms to maintain position and shape during construction and ...
	2. Do not remove forms and shores until reinforced masonry members have hardened sufficiently to carry their own weight and that of other loads that may be placed on them during construction.

	B. Placing Reinforcement: Comply with requirements in TMS 602/ACI 530.1/ASCE 6.
	C. Grouting: Do not place grout until entire height of masonry to be grouted has attained enough strength to resist grout pressure.
	1. Comply with requirements in TMS 602/ACI 530.1/ASCE 6 for cleanouts and for grout placement, including minimum grout space and maximum pour height.
	2. Limit height of vertical grout pours to not more than 60 inches (1520 mm).


	3.14 FIELD QUALITY CONTROL
	A. Testing and Inspecting: Owner will engage special inspectors to perform tests and inspections and prepare reports. Allow inspectors access to scaffolding and work areas as needed to perform tests and inspections. Retesting of materials that fail to...
	B. Inspections:  Level 1 special inspections according to the "International Building Code."
	1. Begin masonry construction only after inspectors have verified proportions of site-prepared mortar.
	2. Place grout only after inspectors have verified compliance of grout spaces and of grades, sizes, and locations of reinforcement.
	3. Place grout only after inspectors have verified proportions of site-prepared grout.

	C. Testing Prior to Construction: One set of tests.
	D. Testing Frequency: One set of tests for each 5000 sq. ft. (464 sq. m) of wall area or portion thereof.
	E. Clay Masonry Unit Test: For each type of unit provided, according to ASTM C 67 for compressive strength.
	F. Concrete Masonry Unit Test: For each type of unit provided, according to ASTM C 140 for compressive strength.
	G. Mortar Aggregate Ratio Test (Proportion Specification): For each mix provided, according to ASTM C 780.
	H. Mortar Test (Property Specification): For each mix provided, according to ASTM C 780. Test mortar for [mortar air content] [and] [compressive strength].
	I. Grout Test (Compressive Strength): For each mix provided, according to ASTM C 1019.
	J. Prism Test: For each type of construction provided, according to ASTM C 1314 at 7 days and at 28 days.

	3.15 REPAIRING, POINTING, AND CLEANING
	A. Remove and replace masonry units that are loose, chipped, broken, stained, or otherwise damaged or that do not match adjoining units. Install new units to match adjoining units; install in fresh mortar, pointed to eliminate evidence of replacement.
	B. Pointing: During the tooling of joints, enlarge voids and holes, except weep holes, and completely fill with mortar. Point up joints, including corners, openings, and adjacent construction, to provide a neat, uniform appearance. Prepare joints for ...
	C. In-Progress Cleaning: Clean unit masonry as work progresses by dry brushing to remove mortar fins and smears before tooling joints.
	D. Final Cleaning: After mortar is thoroughly set and cured, clean exposed masonry as follows:
	1. Remove large mortar particles by hand with wooden paddles and nonmetallic scrape hoes or chisels.
	2. Test cleaning methods on sample wall panel; leave one-half of panel uncleaned for comparison purposes. Obtain Architect's approval of sample cleaning before proceeding with cleaning of masonry.
	3. Protect adjacent stone and nonmasonry surfaces from contact with cleaner by covering them with liquid strippable masking agent or polyethylene film and waterproof masking tape.
	4. Wet wall surfaces with water before applying cleaners; remove cleaners promptly by rinsing surfaces thoroughly with clear water.
	5. Clean brick by bucket-and-brush hand-cleaning method described in BIA Technical Notes 20.
	6. Clean concrete masonry by applicable cleaning methods indicated in NCMA TEK 8-4A.
	7. Clean masonry with a proprietary acidic cleaner applied according to manufacturer's written instructions.
	8. Clean stone trim to comply with stone supplier's written instructions.
	9. Clean limestone units to comply with recommendations in ILI's "Indiana Limestone Handbook."


	3.16 MASONRY WASTE DISPOSAL
	A. Salvageable Materials: Unless otherwise indicated, excess masonry materials are Contractor's property. At completion of unit masonry work, remove from Project site.
	B. Waste Disposal as Fill Material: Dispose of clean masonry waste, including excess or soil-contaminated sand, waste mortar, and broken masonry units, by crushing and mixing with fill material as fill is placed.
	1. Crush masonry waste to less than 4 inches (100 mm) in each dimension.
	2. Mix masonry waste with at least two parts of specified fill material for each part of masonry waste. Fill material is specified in Section 312000 "Earth Moving."
	3. Do not dispose of masonry waste as fill within 18 inches (450 mm) of finished grade.

	C. Masonry Waste Recycling: Return broken CMUs not used as fill to manufacturer for recycling.
	D. Excess Masonry Waste: Remove excess clean masonry waste that cannot be used as fill, as described above or recycled, and other masonry waste, and legally dispose of off Owner's property.



	1637 - 047200 FL - Cast Stone Masonry
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Cast-stone trim, including the following:
	a. Wall caps.


	B. Related Sections:
	1. Section 042000 "Unit Masonry" for installing cast-stone units in unit masonry.


	1.3 ACTION SUBMITTALS
	A. Product Data: For each type of product.
	1. For cast-stone units, include construction details, material descriptions, dimensions of individual components and profiles, and finishes.

	B. Sustainable Design Submittals:
	1. Product Certificates: For regional materials, indicating location of material manufacturer and point of extraction, harvest, or recovery for each raw material. Include distance to Project and cost for each regional material.

	C. Shop Drawings: Show fabrication and installation details for cast-stone units. Include dimensions, details of reinforcement and anchorages if any, and indication of finished faces.
	1. Include building elevations showing layout of units and locations of joints and anchors.

	D. Samples for Initial Selection: For colored mortar.
	E. Samples for Verification:
	1. For each color and texture of cast stone required, 10 inches (250 mm) square in size.
	2. For colored mortar, make Samples using same sand and mortar ingredients to be used on Project.

	F. Full-Size Samples: For each color, texture and shape of cast-stone unit required.
	1. Make available for Architect's review at Project site.
	2. Make Samples from materials to be used for units used on Project.
	3. Approved Samples may be installed in the Work.


	1.4 INFORMATIONAL SUBMITTALS
	A. Qualification Data: For manufacturer and testing agency.
	1. Include copies of material test reports for completed projects, indicating compliance of cast stone with ASTM C 1364.

	B. Material Test Reports: For each mix required to produce cast stone, based on testing according to ASTM C 1364, including test for resistance to freezing and thawing.
	1. Provide test reports based on testing within previous two years.


	1.5 QUALITY ASSURANCE
	A. Manufacturer Qualifications: A qualified manufacturer of cast-stone units similar to those indicated for this Project, that has sufficient production capacity to manufacture required units, and is a plant certified by the Cast Stone Institute, the ...
	B. Testing Agency Qualifications: Qualified according to ASTM E 329 for testing indicated.

	1.6 DELIVERY, STORAGE, AND HANDLING
	A. Coordinate delivery of cast stone with unit masonry work to avoid delaying the Work and to minimize the need for on-site storage.
	B. Pack, handle, and ship cast-stone units in suitable packs or pallets.
	1. Lift with wide-belt slings; do not use wire rope or ropes that might cause staining. Move cast-stone units if required, using dollies with wood supports.
	2. Store cast-stone units on wood skids or pallets with nonstaining, waterproof covers, securely tied. Arrange to distribute weight evenly and to prevent damage to units. Ventilate under covers to prevent condensation.

	C. Store cementitious materials on elevated platforms, under cover, and in a dry location. Do not use cementitious materials that have become damp.
	D. Store mortar aggregates where grading and other required characteristics can be maintained and contamination can be avoided.

	1.7 PROJECT CONDITIONS
	A. Cold-Weather Requirements: Do not use frozen materials or materials mixed or coated with ice or frost. Do not build on frozen substrates. Comply with cold-weather construction requirements in TMS 602/ACI 530.1/ASCE 6.
	1. Cold-Weather Cleaning: Use liquid cleaning methods only when air temperature is 40 deg F (4 deg C) and above and will remain so until cast stone has dried, but no fewer than seven days after completing cleaning.

	B. Hot-Weather Requirements: Comply with hot-weather construction requirements in TMS 602/ACI 530.1/ASCE 6.


	PART 2 -  PRODUCTS
	2.1 MANUFACTURERS
	A. Source Limitations for Cast Stone: Obtain cast-stone units from single source from single manufacturer.
	B. Source Limitations for Mortar Materials: Obtain mortar ingredients of a uniform quality, including color, from one manufacturer for each cementitious component and from one source or producer for each aggregate.

	2.2 CAST-STONE MATERIALS
	A. General: Comply with ASTM C 1364.
	B. Portland Cement: ASTM C 150/C 150M, Type I or Type III, containing not more than 0.60 percent total alkali when tested according to ASTM C 114. Provide natural color or white cement as required to produce cast-stone color indicated.
	C. Coarse Aggregates: Granite, quartz, or limestone complying with ASTM C 33/C 33M; gradation and colors as needed to produce required cast-stone textures and colors.
	D. Fine Aggregates: Natural sand or crushed stone complying with ASTM C 33/C 33M, gradation and colors as needed to produce required cast-stone textures and colors.
	E. Color Pigment: ASTM C 979/C 979M, synthetic mineral-oxide pigments or colored water-reducing admixtures; color stable, free of carbon black, nonfading, and resistant to lime and other alkalis.
	F. Admixtures: Use only admixtures specified or approved in writing by Architect.
	1. Do not use admixtures that contain more than 0.1 percent water-soluble chloride ions by mass of cementitious materials. Do not use admixtures containing calcium chloride.
	2. Use only admixtures that are certified by manufacturer to be compatible with cement and other admixtures used.
	3. Air-Entraining Admixture: ASTM C 260/C 260M.
	4. Water-Reducing Admixture: ASTM C 494/C 494M, Type A.
	5. Water-Reducing, Retarding Admixture: ASTM C 494/C 494M, Type D.
	6. Water-Reducing, Accelerating Admixture: ASTM C 494/C 494M, Type E.

	G. Reinforcement: Deformed steel bars complying with ASTM A 615/A 615M, Grade 60 (Grade 420). Use galvanized or epoxy-coated reinforcement when covered with less than 1-1/2 inches (38 mm) of cast-stone material.
	1. Epoxy Coating: ASTM A 775/A 775M.
	2. Galvanized Coating: ASTM A 767/A 767M.

	H. Embedded Anchors and Other Inserts: Fabricated from stainless steel complying with ASTM A 240/A 240M, ASTM A 276, or ASTM A 666, Type 304.

	2.3 CAST-STONE UNITS
	A. Manufacturers: Subject to compliance with requirements, provide products by the following:
	1. Pompili Precast Concrete, 12307 Broadway, Garfield Heights, Ohio 44125.  Telephone: 216.581.8080
	2. Reading Rock, Inc., 4600 Devitt Drive, Cincinnati, Ohio 45246
	3. Bruder, Inc., 16900 Rockside Road, Maple Heights, Ohio 44137
	4. Substitutions: See Section 016000 - Product Requirements.

	B. Regional Materials: Cast stone units shall be manufactured within 500 miles (800 km) of Project site from aggregates and cement that have been extracted, harvested, or recovered, as well as manufactured, within 500 miles (800 km) of Project site.
	C. Cast-Stone Units: Comply with ASTM C 1364.
	1. Units shall be resistant to freezing and thawing as determined by laboratory testing according to ASTM C 666/C 666M, Procedure A, as modified by ASTM C 1364.

	D. Fabricate units with sharp arris and accurately reproduced details, with indicated texture on all exposed surfaces unless otherwise indicated.
	1. Slope exposed horizontal surfaces 1:12 to drain unless otherwise indicated.
	2. Provide raised fillets at backs of sills and at ends indicated to be built into jambs.
	3. Provide drips on projecting elements unless otherwise indicated.

	E. Fabrication Tolerances:
	1. Variation in Cross Section: Do not vary from indicated dimensions by more than 1/8 inch (3 mm).
	2. Variation in Length: Do not vary from indicated dimensions by more than 1/360 of the length of unit or 1/8 inch (3 mm), whichever is greater, but in no case by more than 1/4 inch (6 mm).
	3. Warp, Bow, and Twist: Not to exceed 1/360 of the length of unit or 1/8 inch (3 mm), whichever is greater.
	4. Location of Grooves, False Joints, Holes, Anchorages, and Similar Features: Do not vary from indicated position by more than 1/8 inch (3 mm) on formed surfaces of units and 3/8 inch (10 mm) on unformed surfaces.

	F. Cure Units as Follows:
	1. Cure units in enclosed, moist curing room at 95 to 100 percent relative humidity and temperature of 100 deg F (38 deg C) for 12 hours or 70 deg F (21 deg C) for 16 hours.
	2. Keep units damp and continue curing to comply with one of the following:
	a. No fewer than five days at mean daily temperature of 70 deg F (21 deg C) or above.


	G. Acid etch units after curing to remove cement film from surfaces to be exposed to view.
	H. Colors and Textures: As selected by Architect from manufacturer's full range.

	2.4 MORTAR MATERIALS
	A. Provide mortar materials that comply with Section 042000 "Unit Masonry."
	B. Regional Materials: Aggregate for mortar and grout, cement, and lime shall be manufactured within 500 miles (800 km) of Project site from materials that have been extracted, harvested, or recovered, as well as manufactured, within 500 miles (800 km...
	C. Portland Cement: ASTM C 150/C 150M, Type I or II, except Type III may be used for cold-weather construction. Provide natural color or white cement as required to produce mortar color indicated.
	D. Hydrated Lime: ASTM C 207, Type S.
	E. Portland Cement-Lime Mix: Packaged blend of portland cement and hydrated lime containing no other ingredients.
	F. Masonry Cement: ASTM C 91/C 91M.
	1. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	a. Cemex S.A.B. de C.V.
	b. Essroc.
	c. Lafarge North America Inc.
	d. Lehigh Hanson; HeidelbergCement Group.


	G. Mortar Pigments: Natural and synthetic iron oxides and chromium oxides, compounded for use in mortar mixes and complying with ASTM C 979/C 979M. Use only pigments with a record of satisfactory performance in masonry mortar.
	1. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	a. Davis Colors.
	b. Lanxess Corporation.
	c. Solomon Colors, Inc.


	H. Colored Cement Product: Packaged blend made from portland cement and hydrated lime, masonry cement or mortar cement and mortar pigments, all complying with specified requirements, and containing no other ingredients.
	1. Colored Portland Cement-Lime Mix:
	a. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	1) Essroc.
	2) Lafarge North America Inc.
	3) Lehigh Hanson; HeidelbergCement Group.


	2. Colored Masonry Cement:
	a. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	1) Cemex S.A.B. de C.V.
	2) Essroc.
	3) Lafarge North America Inc.
	4) Lehigh Hanson; HeidelbergCement Group.


	3. Formulate blend as required to produce color indicated or, if not indicated, as selected from manufacturer's standard colors.
	4. Pigments shall not exceed 10 percent of portland cement by weight.
	5. Pigments shall not exceed 5 percent of masonry cement or mortar cement by weight.

	I. Aggregate for Mortar: ASTM C 144.
	1. For mortar that is exposed to view, use washed aggregate consisting of natural sand or crushed stone.
	2. For joints less than 1/4 inch (6 mm) thick, use aggregate graded with 100 percent passing the No. 16 (1.18-mm) sieve.
	3. White-Mortar Aggregates: Natural white sand or crushed white stone.
	4. Colored Aggregates: Natural sand or crushed stone of color necessary to produce required mortar color.

	J. Water: Potable.

	2.5 ACCESSORIES
	A. Anchors: Type and size indicated, fabricated from Type 304 stainless steel complying with ASTM A 240/A 240M, ASTM A 276, or ASTM A 666.
	B. Dowels: 1/2-inch- (12-mm-) diameter round bars, fabricated from Type 304 stainless steel complying with ASTM A 240/A 240M, ASTM A 276, or ASTM A 666.
	C. Proprietary Acidic Cleaner: Manufacturer's standard-strength cleaner designed for removing mortar/grout stains, efflorescence, and other new construction stains from new masonry without discoloring or damaging masonry surfaces. Use product expressl...
	1. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	a. Diedrich Technologies, Inc.; a Hohmann & Barnard company.
	b. EaCo Chem, Inc.
	c. PROSOCO, Inc.



	2.6 MORTAR MIXES
	A. Comply with requirements in Section 042000 "Unit Masonry" for mortar mixes.
	B. Do not use admixtures including pigments, air-entraining agents, accelerators, retarders, water-repellent agents, antifreeze compounds, or other admixtures unless otherwise indicated.
	1. Do not use calcium chloride in mortar or grout.
	2. Use Portland cement-lime, masonry cement or mortar cement mortar unless otherwise indicated.

	C. Comply with ASTM C 270, Proportion Specification.
	1. For setting mortar, use Type N.
	2. For pointing mortar, use Type N.

	D. Pigmented Mortar: Use colored cement product.
	1. Pigments shall not exceed 10 percent of portland cement by weight.
	2. Pigments shall not exceed 5 percent of masonry cement or mortar cement by weight.
	3. Mix to match Architect's sample.
	4. Application: Use pigmented mortar for exposed mortar joints.

	E. Colored-Aggregate Mortar: Produce required mortar color by using colored aggregates and natural color or white cement as necessary to produce required mortar color.
	1. Mix to match Architect's sample.
	2. Application: Use colored-aggregate mortar for exposed mortar joints.


	2.7 SOURCE QUALITY CONTROL
	A. Engage a qualified independent testing agency to sample and test cast-stone units according to ASTM C 1364.
	1. Include one test for resistance to freezing and thawing.



	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine substrates and conditions, with Installer present, for compliance with requirements for installation tolerances and other conditions affecting performance of the Work.
	B. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 SETTING CAST STONE IN MORTAR
	A. Install cast-stone units to comply with requirements in Section 042000 "Unit Masonry."
	B. Set cast stone as indicated on Drawings. Set units accurately in locations indicated, with edges and faces aligned according to established relationships and indicated tolerances.
	1. Install anchors, supports, fasteners, and other attachments indicated or necessary to secure units in place.
	2. Coordinate installation of cast stone with installation of flashing specified in other Sections.

	C. Wet joint surfaces thoroughly before applying mortar or setting in mortar.
	D. Set units in full bed of mortar with full head joints unless otherwise indicated.
	1. Set units with joints 1/4 to 3/8 inch (6 to 10 mm) wide unless otherwise indicated.
	2. Build anchors and ties into mortar joints as units are set.
	3. Fill dowel holes and anchor slots with mortar.
	4. Fill collar joints solid as units are set.
	5. Build concealed flashing into mortar joints as units are set.
	6. Keep head joints in copings and between other units with exposed horizontal surfaces open to receive sealant.
	7. Keep joints at shelf angles open to receive sealant.

	E. Rake out joints for pointing with mortar to depths of not less than 3/4 inch (19 mm). Rake joints to uniform depths with square bottoms and clean sides. Scrub faces of units to remove excess mortar as joints are raked.
	F. Point mortar joints by placing and compacting mortar in layers not greater than 3/8 inch (10 mm). Compact each layer thoroughly and allow it to become thumbprint hard before applying next layer.
	G. Tool exposed joints slightly concave when thumbprint hard. Use a smooth plastic jointer larger than joint thickness.
	H. Rake out joints for pointing with sealant to depths of not less than 3/4 inch (19 mm). Scrub faces of units to remove excess mortar as joints are raked.
	I. Point joints with sealant to comply with applicable requirements in Section 079200 "Joint Sealants."
	1. Prime cast-stone surfaces to receive sealant and install compressible backer rod in joints before applying sealant unless otherwise indicated.

	J. Provide sealant joints at head joints of copings and other horizontal surfaces; at expansion, control, and pressure-relieving joints; and at locations indicated.
	1. Keep joints free of mortar and other rigid materials.
	2. Build in compressible foam-plastic joint fillers where indicated.
	3. Form joint of width indicated, but not less than 3/8 inch (10 mm).
	4. Prime cast-stone surfaces to receive sealant and install compressible backer rod in joints before applying sealant unless otherwise indicated.
	5. Prepare and apply sealant of type and at locations indicated to comply with applicable requirements in Section 079200 "Joint Sealants."


	3.3 SETTING ANCHORED CAST STONE WITH SEALANT-FILLED JOINTS
	A. Set cast stone as indicated on Drawings. Set units accurately in locations indicated, with edges and faces aligned according to established relationships and indicated tolerances.
	1. Install anchors, supports, fasteners, and other attachments indicated or necessary to secure units in place.
	2. Shim and adjust anchors, supports, and accessories to set cast stone in locations indicated with uniform joints.

	B. Keep cavities open where unfilled space is indicated between back of cast-stone units and backup wall; do not fill cavities with mortar or grout.
	C. Fill anchor holes with sealant.
	1. Where dowel holes occur at pressure-relieving joints, provide compressible material at ends of dowels.

	D. Set cast stone supported on clip or continuous angles on resilient setting shims. Use material of thickness required to maintain uniform joint widths. Hold shims back from face of cast stone a distance at least equal to width of joint.
	E. Keep joints free of mortar and other rigid materials. Remove temporary shims and spacers from joints after anchors and supports are secured in place and cast-stone units are anchored. Do not begin sealant installation until temporary shims and spac...
	1. Form open joint of width indicated, but not less than 3/8 inch (10 mm).

	F. Prime cast-stone surfaces to receive sealant and install compressible backer rod in joints before applying sealant unless otherwise indicated.
	G. Prepare and apply sealant of type and at locations indicated to comply with applicable requirements in Section 079200 "Joint Sealants."

	3.4 INSTALLATION TOLERANCES
	A. Variation from Plumb: Do not exceed 1/8 inch in 10 feet (3 mm in 3 m), 1/4 inch in 20 feet (6 mm in 6 m), or 1/2 inch (12 mm) maximum.
	B. Variation from Level: Do not exceed 1/8 inch in 10 feet (3 mm in 3 m), 1/4 inch in 20 feet (6 mm in 6 m), or 1/2 inch (12 mm) maximum.
	C. Variation in Joint Width: Do not vary joint thickness more than 1/8 inch in 36 inches (3 mm in 900 mm) or one-fourth of nominal joint width, whichever is less.
	D. Variation in Plane between Adjacent Surfaces (Lipping): Do not vary from flush alignment with adjacent units or adjacent surfaces indicated to be flush with units by more than 1/16 inch (1.5 mm), except where variation is due to warpage of units wi...

	3.5 ADJUSTING AND CLEANING
	A. Remove and replace stained and otherwise damaged units and units not matching approved Samples. Cast stone may be repaired if methods and results are approved by Architect.
	B. Replace units in a manner that results in cast stone matching approved Samples, complying with other requirements, and showing no evidence of replacement.
	C. In-Progress Cleaning: Clean cast stone as work progresses.
	1. Remove mortar fins and smears before tooling joints.
	2. Remove excess sealant immediately, including spills, smears, and spatter.

	D. Final Cleaning: After mortar is thoroughly set and cured, clean exposed cast stone as follows:
	1. Remove large mortar particles by hand with wooden paddles and nonmetallic scrape hoes or chisels.
	2. Test cleaning methods on sample; leave one sample uncleaned for comparison purposes. Obtain Architect's approval of sample cleaning before proceeding with cleaning of cast stone.
	3. Protect adjacent surfaces from contact with cleaner by covering them with liquid strippable masking agent or polyethylene film and waterproof masking tape.
	4. Wet surfaces with water before applying cleaners; remove cleaners promptly by rinsing thoroughly with clear water.
	5. Clean cast stone by bucket-and-brush hand-cleaning method described in BIA Technical Notes 20.
	6. Clean cast stone with proprietary acidic cleaner applied according to manufacturer's written instructions.




	1637 - 055000 FL - Metal Fabrications
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Steel framing and supports for ceiling-hung toilet compartments.
	2. Steel framing and supports for overhead doors.
	3. Steel framing and supports for countertops.
	4. Steel tube reinforcement for low partitions.
	5. Steel framing and supports for mechanical and electrical equipment.
	6. Metal ladders.
	7. Ladder safety cages.
	8. Metal bollards.

	B. Products furnished, but not installed, under this Section include the following:
	1. Loose steel lintels.
	2. Anchor bolts, steel pipe sleeves, slotted-channel inserts, and wedge-type inserts indicated to be cast into concrete or built into unit masonry.
	3. Steel weld plates and angles for casting into concrete for applications where they are not specified in other Sections.

	C. Related Requirements:
	1. Section 033000 "Cast-in-Place Concrete" for installing anchor bolts, steel pipe sleeves, slotted-channel inserts, wedge-type inserts, and other items cast into concrete.
	2. Section 042000 "Unit Masonry" for installing loose lintels, anchor bolts, and other items built into unit masonry.
	3. Section 051200 "Structural Steel Framing."


	1.3 COORDINATION
	A. Coordinate selection of shop primers with topcoats to be applied over them. Comply with paint and coating manufacturers' written recommendations to ensure that shop primers and topcoats are compatible with one another.
	B. Coordinate installation of metal fabrications that are anchored to or that receive other work. Furnish setting drawings, templates, and directions for installing anchorages, including sleeves, concrete inserts, anchor bolts, and items with integral...

	1.4 ACTION SUBMITTALS
	A. Product Data: For the following:
	1. Paint products.
	2. Grout.

	B. Sustainable Design Submittals:
	1. Product Data: For recycled content, indicating postconsumer and preconsumer recycled content and cost.

	C. Shop Drawings: Show fabrication and installation details.  Include plans, elevations, sections, and details of metal fabrications and their connections. Show anchorage and accessory items.  Provide Shop Drawings for the following:
	1. Steel framing and supports for ceiling-hung toilet compartments.
	2. Steel framing and supports for overhead doors.
	3. Steel framing and supports for countertops.
	4. Steel tube reinforcement for low partitions.
	5. Steel framing and supports for mechanical and electrical equipment.
	6. Metal ladders.
	7. Ladder safety cages.

	D. Delegated-Design Submittal: For ladders, including analysis data signed and sealed by the qualified professional engineer responsible for their preparation.

	1.5 INFORMATIONAL SUBMITTALS
	A. Qualification Data: For professional engineer.
	B. Mill Certificates: Signed by stainless-steel manufacturers, certifying that products furnished comply with requirements.
	C. Welding certificates.
	D. Paint Compatibility Certificates: From manufacturers of topcoats applied over shop primers, certifying that shop primers are compatible with topcoats.
	E. Research/Evaluation Reports: For post-installed anchors, from ICC-ES.

	1.6 QUALITY ASSURANCE
	A. Welding Qualifications: Qualify procedures and personnel according to AWS D1.1/D1.1M, "Structural Welding Code - Steel."
	B. Welding Qualifications: Qualify procedures and personnel according to the following:
	1. AWS D1.1/D1.1M, "Structural Welding Code - Steel."
	2. AWS D1.2/D1.2M, "Structural Welding Code - Aluminum."
	3. AWS D1.6/D1.6M, "Structural Welding Code - Stainless Steel."


	1.7 FIELD CONDITIONS
	A. Field Measurements: Verify actual locations of walls and other construction contiguous with metal fabrications by field measurements before fabrication.


	PART 2 -  PRODUCTS
	2.1 PERFORMANCE REQUIREMENTS
	A. Delegated Design: Engage a qualified professional engineer, as defined in Section 014000 "Quality Requirements," to design ladders.
	B. Thermal Movements: Allow for thermal movements from ambient and surface temperature changes acting on exterior metal fabrications by preventing buckling, opening of joints, overstressing of components, failure of connections, and other detrimental ...
	1. Temperature Change: 120 deg F (67 deg C), ambient; 180 deg F (100 deg C), material surfaces.


	2.2 METALS
	A. Metal Surfaces, General: Provide materials with smooth, flat surfaces unless otherwise indicated. For metal fabrications exposed to view in the completed Work, provide materials without seam marks, roller marks, rolled trade names, or blemishes.
	B. Recycled Content of Steel Products: Postconsumer recycled content plus one-half of preconsumer recycled content not less than 25 percent.
	C. Steel Plates, Shapes, and Bars: ASTM A 36/A 36M.
	D. Stainless-Steel Sheet, Strip, and Plate: ASTM A 240/A 240M or ASTM A 666, Type 304.
	E. Stainless-Steel Bars and Shapes: ASTM A 276, Type 304.
	F. Steel Tubing: ASTM A 500/A 500M, cold-formed steel tubing.
	G. Steel Pipe: ASTM A 53/A 53M, Standard Weight (Schedule 40) unless otherwise indicated.
	H. Cast Iron: Either gray iron, ASTM A 48/A 48M, or malleable iron, ASTM A 47/A 47M, unless otherwise indicated.
	I. Aluminum Plate and Sheet: ASTM B 209 (ASTM B 209M), Alloy 6061-T6.
	J. Aluminum Extrusions: ASTM B 221 (ASTM B 221M), Alloy 6063-T6.
	K. Aluminum-Alloy Rolled Tread Plate: ASTM B 632/B 632M, Alloy 6061-T6.
	L. Aluminum Castings: ASTM B 26/B 26M, Alloy 443.0-F.

	2.3 FASTENERS
	A. General: Unless otherwise indicated, provide Type 304 stainless-steel fasteners for exterior use and zinc-plated fasteners with coating complying with ASTM B 633 or ASTM F 1941 (ASTM F 1941M), Class Fe/Zn 5, at exterior walls. Select fasteners for ...
	1. Provide stainless-steel fasteners for fastening aluminum.
	2. Provide stainless-steel fasteners for fastening stainless steel.
	3. Provide stainless-steel fasteners for fastening nickel silver.
	4. Provide bronze fasteners for fastening bronze.

	B. Steel Bolts and Nuts: Regular hexagon-head bolts, ASTM A 307, Grade A (ASTM F 568M, Property Class 4.6); with hex nuts, ASTM A 563 (ASTM A 563M); and, where indicated, flat washers.
	C. Steel Bolts and Nuts: Regular hexagon-head bolts, ASTM A 325, Type 3 (ASTM A 325M, Type 3); with hex nuts, ASTM A 563, Grade C3 (ASTM A 563M, Class 8S3); and, where indicated, flat washers.
	D. Stainless-Steel Bolts and Nuts: Regular hexagon-head annealed stainless-steel bolts, ASTM F 593 (ASTM F 738M); with hex nuts, ASTM F 594 (ASTM F 836M); and, where indicated, flat washers; Alloy Group 1 (A1).
	E. Anchor Bolts: ASTM F 1554, Grade 36, of dimensions indicated; with nuts, ASTM A 563 (ASTM A 563M); and, where indicated, flat washers.
	1. Hot-dip galvanize or provide mechanically deposited, zinc coating where item being fastened is indicated to be galvanized.

	F. Anchors, General: Anchors capable of sustaining, without failure, a load equal to six times the load imposed when installed in unit masonry and four times the load imposed when installed in concrete, as determined by testing according to ASTM E 488...
	G. Cast-in-Place Anchors in Concrete: Either threaded type or wedge type unless otherwise indicated; galvanized ferrous castings, either ASTM A 47/A 47M malleable iron or ASTM A 27/A 27M cast steel. Provide bolts, washers, and shims as needed, all hot...
	H. Post-Installed Anchors: Torque-controlled expansion anchors.
	1. Material for Interior Locations: Carbon-steel components zinc plated to comply with ASTM B 633 or ASTM F 1941 (ASTM F 1941M), Class Fe/Zn 5, unless otherwise indicated.
	2. Material for Exterior Locations and Where Stainless Steel Is Indicated: Alloy Group 1 (A1) stainless-steel bolts, ASTM F 593 (ASTM F 738M), and nuts, ASTM F 594 (ASTM F 836M).


	2.4 MISCELLANEOUS MATERIALS
	A. Shop Primers: Provide primers that comply with Section 099113 "Exterior Painting." Section 099123 Interior Painting."
	B. Universal Shop Primer: Fast-curing, lead- and chromate-free, universal modified-alkyd primer complying with MPI#79 and compatible with topcoat.
	1. Use primer containing pigments that make it easily distinguishable from zinc-rich primer.

	C. Water-Based Primer: Emulsion type, anticorrosive primer for mildly corrosive environments that is resistant to flash rusting when applied to cleaned steel, complying with MPI#107 and compatible with topcoat.
	D. Epoxy Zinc-Rich Primer: Complying with MPI#20 and compatible with topcoat.
	E. Shop Primer for Galvanized Steel: Primer formulated for exterior use over zinc-coated metal and compatible with finish paint systems indicated.
	F. Galvanizing Repair Paint: High-zinc-dust-content paint complying with SSPC-Paint 20 and compatible with paints specified to be used over it.
	G. Bituminous Paint: Cold-applied asphalt emulsion complying with ASTM D 1187/D 1187M.
	H. Nonshrink, Nonmetallic Grout: Factory-packaged, nonstaining, noncorrosive, nongaseous grout complying with ASTM C 1107/C 1107M. Provide grout specifically recommended by manufacturer for interior and exterior applications.
	I. Concrete: Comply with requirements in Section 033000 "Cast-in-Place Concrete" for normal-weight, air-entrained, concrete with a minimum 28-day compressive strength of 3000 psi (20 MPa).

	2.5 FABRICATION, GENERAL
	A. Shop Assembly: Preassemble items in the shop to greatest extent possible. Disassemble units only as necessary for shipping and handling limitations. Use connections that maintain structural value of joined pieces. Clearly mark units for reassembly ...
	B. Cut, drill, and punch metals cleanly and accurately. Remove burrs and ease edges to a radius of approximately 1/32 inch (1 mm) unless otherwise indicated. Remove sharp or rough areas on exposed surfaces.
	C. Form bent-metal corners to smallest radius possible without causing grain separation or otherwise impairing work.
	D. Form exposed work with accurate angles and surfaces and straight edges.
	E. Weld corners and seams continuously to comply with the following:
	1. Use materials and methods that minimize distortion and develop strength and corrosion resistance of base metals.
	2. Obtain fusion without undercut or overlap.
	3. Remove welding flux immediately.
	4. At exposed connections, finish exposed welds and surfaces smooth and blended so no roughness shows after finishing and contour of welded surface matches that of adjacent surface.

	F. Form exposed connections with hairline joints, flush and smooth, using concealed fasteners or welds where possible. Where exposed fasteners are required, use Phillips flat-head (countersunk) fasteners unless otherwise indicated. Locate joints where...
	G. Fabricate seams and other connections that are exposed to weather in a manner to exclude water. Provide weep holes where water may accumulate.
	H. Cut, reinforce, drill, and tap metal fabrications as indicated to receive finish hardware, screws, and similar items.
	I. Provide for anchorage of type indicated; coordinate with supporting structure. Space anchoring devices to secure metal fabrications rigidly in place and to support indicated loads.
	J. Where units are indicated to be cast into concrete or built into masonry, equip with integrally welded steel strap anchors, 1/8 by 1-1/2 inches (3.2 by 38 mm), with a minimum 6-inch (150-mm) embedment and 2-inch (50-mm) hook, not less than 8 inches...

	2.6 MISCELLANEOUS FRAMING AND SUPPORTS
	A. General: Provide steel framing and supports not specified in other Sections as needed to complete the Work.
	B. Fabricate units from steel shapes, plates, and bars of welded construction unless otherwise indicated. Fabricate to sizes, shapes, and profiles indicated and as necessary to receive adjacent construction.
	1. Fabricate units from slotted channel framing where indicated.
	2. Furnish inserts for units installed after concrete is placed.

	C. Galvanize miscellaneous framing and supports where indicated.

	2.7 METAL LADDERS
	A. General:
	1. Comply with ANSI A14.3.

	B. Steel Ladders:
	1. Space siderails 18 inches (457 mm) apart unless otherwise indicated.
	2. Siderails: Continuous, 3/8-by-2-1/2-inch (9.5-by-64-mm) steel flat bars, with eased edges.
	3. Rungs: 3/4-inch- (19-mm-) diameter steel bars.
	4. Fit rungs in centerline of siderails; plug-weld and grind smooth on outer rail faces.
	5. Provide nonslip surfaces on top of each rung by coating with abrasive material metallically bonded to rung.
	a. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	1) Harsco Industrial IKG, a division of Harsco Corporation.
	2) ROSS TECHNOLOGY CORP.
	3) SlipNOT Metal Safety Flooring; W.S. Molnar Company.


	6. Provide platforms as indicated fabricated from welded or pressure-locked steel bar grating, supported by steel angles. Limit openings in gratings to no more than 1/2 inch (12 mm) in least dimension.
	7. Support each ladder at top and bottom and not more than 60 inches (1500 mm) o.c. with welded or bolted steel brackets.
	8. Galvanize and prime exterior ladders, including brackets.
	9. Prime exterior ladders, including brackets and fasteners, with zinc-rich primer.


	2.8 LADDER SAFETY CAGES
	A. General:
	1. Fabricate ladder safety cages to comply with ANSI A14.3. Assemble by welding or with stainless-steel fasteners.
	2. Provide primary hoops at tops and bottoms of cages and spaced not more than 20 feet (6 m) o.c. Provide secondary intermediate hoops spaced not more than 48 inches (1200 mm) o.c. between primary hoops.
	3. Fasten assembled safety cage to ladder rails and adjacent construction by welding or with stainless-steel fasteners unless otherwise indicated.

	B. Steel Ladder Safety Cages:
	1. Primary Hoops: 1/4-by-4-inch (6.4-by-100-mm) flat bar hoops.
	2. Secondary Intermediate Hoops: 1/4-by-2-inch (6.4-by-50-mm) flat bar hoops.
	3. Vertical Bars: 3/16-by-1-1/2-inch (4.8-by-38-mm) flat bars secured to each hoop.
	4. Galvanize and prime ladder safety cages, including brackets and fasteners.
	5. Prime ladder safety cages, including brackets and fasteners, with zinc-rich primer.


	2.9 MISCELLANEOUS STEEL TRIM
	A. Unless otherwise indicated, fabricate units from steel shapes, plates, and bars of profiles shown with continuously welded joints and smooth exposed edges. Miter corners and use concealed field splices where possible.
	B. Provide cutouts, fittings, and anchorages as needed to coordinate assembly and installation with other work.
	1. Provide with integrally welded steel strap anchors for embedding in concrete or masonry construction.

	C. Galvanize and prime exterior miscellaneous steel trim.
	D. Prime exterior miscellaneous steel trim with zinc-rich primer.

	2.10 METAL BOLLARDS
	A. Fabricate metal bollards from Schedule 40 steel pipe.
	1. Cap bollards with 1/4-inch- (6.4-mm-) thick steel plate.
	2. Where bollards are indicated to receive controls for door operators, provide cutouts for controls and holes for wire.
	3. Where bollards are indicated to receive light fixtures, provide cutouts for fixtures and holes for wire.

	B. Fabricate sleeves for bollard anchorage from steel pipe or tubing with 1/4-inch- (6.4-mm-) thick steel plate welded to bottom of sleeve. Make sleeves not less than 8 inches (200 mm) deep and 3/4 inch (19 mm) larger than OD of bollard.
	C. Fabricate internal sleeves for removable bollards from Schedule 40 steel pipe or 1/4-inch (6.4-mm) wall-thickness steel tubing with an OD approximately 1/16 inch (1.5 mm) less than ID of bollards. Match drill sleeve and bollard for 3/4-inch (19-mm)...
	D. Prime bollards with zinc-rich primer.

	2.11 FINISHES, GENERAL
	A. Finish metal fabrications after assembly.
	B. Finish exposed surfaces to remove tool and die marks and stretch lines, and to blend into surrounding surface.

	2.12 STEEL AND IRON FINISHES
	A. Galvanizing: Hot-dip galvanize items as indicated to comply with ASTM A 153/A 153M for steel and iron hardware and with ASTM A 123/A 123M for other steel and iron products.
	1. Do not quench or apply post galvanizing treatments that might interfere with paint adhesion.

	B. Preparation for Shop Priming Galvanized Items: After galvanizing, thoroughly clean railings of grease, dirt, oil, flux, and other foreign matter, and treat with metallic phosphate process.
	C. Shop prime iron and steel items not indicated to be galvanized unless they are to be embedded in concrete, sprayed-on fireproofing, or masonry, or unless otherwise indicated.
	1. Shop prime with universal shop primer.

	D. Preparation for Shop Priming: Prepare surfaces to comply with SSPC-SP 6/NACE No. 3, "Commercial Blast Cleaning."
	E. Shop Priming: Apply shop primer to comply with SSPC-PA 1, "Paint Application Specification No. 1: Shop, Field, and Maintenance Painting of Steel," for shop painting.
	1. Stripe paint corners, crevices, bolts, welds, and sharp edges.



	PART 3 -  EXECUTION
	3.1 INSTALLATION, GENERAL
	A. Cutting, Fitting, and Placement: Perform cutting, drilling, and fitting required for installing metal fabrications. Set metal fabrications accurately in location, alignment, and elevation; with edges and surfaces level, plumb, true, and free of rac...
	B. Fit exposed connections accurately together to form hairline joints. Weld connections that are not to be left as exposed joints but cannot be shop welded because of shipping size limitations. Do not weld, cut, or abrade surfaces of exterior units t...
	C. Field Welding: Comply with the following requirements:
	1. Use materials and methods that minimize distortion and develop strength and corrosion resistance of base metals.
	2. Obtain fusion without undercut or overlap.
	3. Remove welding flux immediately.
	4. At exposed connections, finish exposed welds and surfaces smooth and blended so no roughness shows after finishing and contour of welded surface matches that of adjacent surface.

	D. Fastening to In-Place Construction: Provide anchorage devices and fasteners where metal fabrications are required to be fastened to in-place construction. Provide threaded fasteners for use with concrete and masonry inserts, toggle bolts, through b...
	E. Provide temporary bracing or anchors in formwork for items that are to be built into concrete, masonry, or similar construction.
	F. Corrosion Protection: Coat concealed surfaces of aluminum that come into contact with grout, concrete, masonry, wood, or dissimilar metals with the following:
	1. Cast Aluminum: Heavy coat of bituminous paint.
	2. Extruded Aluminum: Two coats of clear lacquer.


	3.2 INSTALLING MISCELLANEOUS FRAMING AND SUPPORTS
	A. General: Install framing and supports to comply with requirements of items being supported, including manufacturers' written instructions and requirements indicated on Shop Drawings.
	B. Anchor supports for ceiling hung toilet partitions and overhead doors securely to, and rigidly brace from, building structure.

	3.3 INSTALLING METAL BOLLARDS
	A. Fill metal-capped bollards solidly with concrete and allow concrete to cure seven days before installing.
	1. Do not fill removable bollards with concrete.

	B. Anchor bollards to existing construction with expansion anchors. Provide four 3/4-inch (19-mm) bolts at each bollard unless otherwise indicated.
	1. Embed anchor bolts at least 4 inches (100 mm) in concrete.

	C. Anchor bollards in concrete with pipe sleeves preset and anchored into concrete. Fill annular space around bollard solidly with nonshrink grout; mixed and placed to comply with grout manufacturer's written instructions. Slope grout up approximately...
	D. Anchor internal sleeves for removable bollards in concrete by inserting in pipe sleeves preset into concrete. Fill annular space around internal sleeves solidly with nonshrink grout; mixed and placed to comply with grout manufacturer's written inst...
	E. Fill bollards solidly with concrete, mounding top surface to shed water.
	1. Do not fill removable bollards with concrete.


	3.4 ADJUSTING AND CLEANING
	A. Touchup Painting: Cleaning and touchup painting of field welds, bolted connections, and abraded areas of shop paint are specified in Section 099113 "Exterior Painting" and Section 099123 "Interior Painting."
	B. Galvanized Surfaces: Clean field welds, bolted connections, and abraded areas and repair galvanizing to comply with ASTM A 780/A 780M.
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